

































































	R-09-Z3-B12  229.8-241.8'
	R-09-Z3-B12  241.8-250.8'
	R-09-Z3-B12  250.8-262'
	R-09-Z3-B12  262-271.3'
	R-09-Z3-B12  271.3-275' (TD) 
	R-09-Z3-B12 218.8-229.8'
	R-09-Z3-B12 Box  170.8-175.8
	R-09-Z3-B12 Box 80-85'
	R-09-Z3-B12 Box 85-90'
	R-09-Z3-B12 Box 90-94' 
	R-09-Z3-B12 Box 94-99'
	R-09-Z3-B12 Box 104-109'
	R-09-Z3-B12 Box 109-114'
	R-09-Z3-B12 Box 114-119'
	R-09-Z3-B12 Box 119-124.1'
	R-09-Z3-B12 Box 124.1-128.8' 
	R-09-Z3-B12 Box 124.1-128.8' b
	R-09-Z3-B12 Box 128.8-133.6'
	R-09-Z3-B12 Box 133.6-139.6'
	R-09-Z3-B12 Box 139.6-144.3'
	R-09-Z3-B12 Box 144.3-149.1'
	R-09-Z3-B12 Box 149.1-154.1'
	R-09-Z3-B12 Box 154.1-158.5'
	R-09-Z3-B12 Box 158.8-164.3'
	R-09-Z3-B12 Box 164.3-170.8'
	R-09-Z3-B12 Box 175.8-180.8'
	R-09-Z3-B12 Box 180.8-188.3
	R-09-Z3-B12 Box 188.3-194.8
	R-09-Z3-B12 Box 194.8-200.4'
	R-09-Z3-B12 Box 200.4-203.9'
	R-09-Z3-B12 Box 203.9-208.9'
	R-09-Z3-B12 Box 208.9-213.2
	R-09-Z3-B12 Box 213.2-218.9'

