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Use when applicable.

If the existing sign support is a braced post installation in an unprotected area, a new roadside sign is required for the new sign panel.  Do NOT specify mounting of sign panels on these posts.

10‑1.__  INSTALL ROADSIDE SIGN PANEL ON EXISTING POST

Roadside sign panels shall be installed on existing posts at the locations shown on the plans or where designated by the Engineer and in conformance with the provisions in Section 56‑2.04, "Sign Panel Installation," of the Standard Specifications and these special provisions.
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Cutting the ends of wood posts in the field and field application of wood preservatives shall conform to the provisions in the sixth paragraph in Section 56‑2.02B, "Wood Posts," of the Standard Specifications.
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Two holes shall be drilled in each existing post as required to provide a breakaway feature as shown on the plans.

4.  Use with Para 7 when existing sign panels are to be salvaged.  Delete Paras 5 & 8 when Paras 4 & 7 are used.

Existing sign panels, as shown on the plans, shall be removed and salvaged as provided in Section 15, "Existing Highway Facilities," of the Standard Specifications.

5.  Use with Para 8 when existing sign panels are to be disposed of.  Delete Paras 4 & 7 when Paras 5 & 8 are used.

Existing sign panels, as shown on the plans, shall be removed and disposed of as provided in Section 15, "Existing Highway Facilities," of the Standard Specifications.
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Installing roadside sign panels on existing posts will be paid for by the unit as determined from actual count in place.

7.  Use with Para 4 when existing sign panels are to be salvaged.  Delete Paras 5 & 8 when Paras 4 & 7 are used.

The contract unit price paid for install roadside sign panel on existing post shall include full compensation for furnishing all labor, materials (except State-furnished sign panels), tools, equipment, and incidentals, and for doing all the work involved in installing roadside sign panels on existing posts (including removing and salvaging existing sign panels and drilling holes in existing posts), complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

8.  Use with Para 5 when existing sign panels are to be disposed of.  Delete Paras 4 & 7 when Paras 5 & 8 are used.

The contract unit price paid for install roadside sign panel on existing post shall include full compensation for furnishing all labor, materials (except State-furnished sign panels), tools, equipment, and incidentals, and for doing all the work involved in installing roadside sign panels on existing posts (including removing and disposing of existing sign panels and drilling holes in existing posts), complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

