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USE WITH 2006 STANDARDS.

Miscellaneous clauses to be added at District's option when applicable to surfacing projects.  The tapered notched wedge option for longitudinal joints may be allowed for divided highways with asphalt concrete thicker than 0.15‑foot.

1.  If adding to SSP 39-010, insert in subsection "PAINT BINDER (TACK COAT).

The area to which paint binder has been applied shall be closed to public traffic.  Care shall be taken to avoid tracking binder material onto existing pavement surfaces beyond the limits of construction.

If adding Paras 2 through 12 to SSP 39-010, insert in subsection "LONGITUDINAL JOINTS."

2.  Use on projects or portions of projects with asphalt concrete surfacing thicker than 0.15‑foot when Para 6 is not used or not applicable.  Areas MUST be signed.  Do NOT edit to cover the shoulder edge of traveled way.  See Paras 11 & 12.

A vertical longitudinal joint of more than 0.15‑foot will not be allowed at any time between adjacent lanes open to public traffic.

Use Paras 3, 4 and 5 when allowing the tapered notched wedge option and delete Para 2.  The tapered notched wedge option may only be used for asphalt concrete surfacing thicker than 1‑1/2 inches and on divided highways.

3

At the Contractor's option, a one‑foot wide tapered notched wedge joint may be used as a longitudinal joint between adjacent lanes open to traffic, if the lift thickness is greater than 1‑1/2 inches.  A vertical notch of 3/4 inch maximum shall be placed at the top and bottom of the tapered wedge.

4

The tapered portion of the tapered notched wedge shall be constructed with a strike-off device approved by the Engineer.  The strike-off device will provide a uniform slope and will not restrict the main screed of the paver.  The adjacent lane shall be paved within one day.

5

The tapered notched wedge shall retain its shape while exposed to traffic.  The completed longitudinal joint shall have a relative compaction of 93 percent in conformance with the requirements in California Test 375 and these special provisions.

If Para 2 through Para 6 are used due to different conditions on the same project, the portions of project subject to the provisions MUST be described, that is, begin Para 2 with "Between PM    PM   }" or "At location ", and so on.

6.  Use when asphalt concrete surfacing thicker than 0.15‑foot is specified and it is undesirable to reduce individual layers to meet the 0.15‑foot maximum drop-off or if no drop-off is to be allowed BETWEEN lanes open to public traffic.

The Contractor shall schedule paving operations so that each layer of asphalt concrete is placed on contiguous lanes of the traveled way during each work shift.  At the end of each work shift, the distance between the ends of the layers of asphalt concrete on adjacent lanes shall not be greater than 10 feet or less than 5 feet .  Additional asphalt concrete shall be placed along the transverse edge at the end of each lane and along the exposed longitudinal edges between adjacent lanes, hand raked, and compacted to form temporary conforms.  Kraft paper, or other approved bond breaker, may be placed under the conform tapers to facilitate the removal of the taper when paving operations resume.

7.  Use on 2-lane highways when thickness of asphalt concrete surfacing is 0.15‑foot or less, "drop-off" is to be kept to a minimum.

Half-width surfacing operations shall be performed in a manner that, at the end of each day's work, the distance between the ends of adjacent surfaced lanes shall not be greater than can be completed in the following day of normal surfacing operations.

8.  Use when the structural section is to be constructed to the elevation of the existing surfacing for the entire length of the project prior to placing the uppermost layer of asphalt concrete surfacing.  Delete ", on both sides of the existing pavement," if widening is only on one side.

Where the existing pavement is to be widened by constructing a new structural section adjacent to the existing pavement, the new structural section, on both sides of the existing pavement, shall be completed to match the elevation of the edge of the existing pavement for the entire length of the project prior to spreading and compacting asphalt concrete over the adjacent existing pavement.

9.  Use when widening is not continuous for the entire length of the project, and the structural section is to be constructed to the elevation of the existing surfacing at each location of widening prior to placing the uppermost layer of asphalt concrete surfacing at each location.  Delete ", on both sides of the existing pavement," if widening is only on one side.

Where the existing pavement is to be widened by constructing a new structural section adjacent to the existing pavement, the new structural section, on both sides of the existing pavement, shall be completed to match the elevation of the edge of the existing pavement at each location prior to spreading and compacting asphalt concrete over the adjacent existing pavement.

10*.  Use when the structural section is to be constructed to the elevation of the existing surfacing for the specified lengths prior to placing the uppermost layer of asphalt concrete surfacing at each location.  Delete ", on both sides of the existing pavement," if widening is only on one side.

Where the existing pavement is to be widened by constructing a new structural section adjacent to the existing pavement, the new structural section, on both sides of the existing pavement, shall be completed to match the elevation of the edge of the existing pavement in increments of at least _____ feet prior to spreading and compacting asphalt concrete over the adjacent existing pavement.

11.  Use when shoulders or median borders are to be paved.

Shoulders or median borders adjacent to a lane being paved shall be surfaced prior to opening the lane to public traffic.

12.  Use when conform tapers are used in lieu of paving shoulders or median borders.

Shoulder conform tapers, as shown on the plans, shall be placed concurrently with the surfacing of the adjacent lane.

If adding Paras 13 and 14 to SSP 39-010, insert in subsection "GENERAL."

13

Asphalt concrete surfacing shall be placed on existing surfacing, including curve widening, chain control lanes, turnouts, left turn lanes, and public and private road connections shown on the plans, unless otherwise directed by the Engineer.

14.  Do NOT use for surfacing driveways and road connections.  This provision covers the short conform taper at the edge of pavement.

Additional asphalt concrete surfacing material shall be placed along the edge of the surfacing at road connections and private drives, hand raked, if necessary, and compacted to form smooth tapered conforms.  Full compensation for furnishing all labor and tools and for doing all the work necessary to hand rake these conforms shall be considered as included in the contract prices paid per ton for the various items of asphalt concrete surfacing involved and no additional compensation will be allowed therefor.

