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2006 SSPs used with 2006 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	S1-020H
	A01-20-12
	Amendments to the May 2006 Standards Specifications
	The following sections are revised:
Section 0. Deleted reference to 86-2.07
Section 2-1.03. Revised cross section location.
Sections 2-1.12A and 2-1.12C. Added option of faxing proof of SSPC certification and moved subcontractor list submittal clause from general section to the subcontractor list section.
Section 39. Smoothness requirements were revised, added new section to allow the modification of an existing JMF, modified JMF verification and renewal process, changed fine aggregate angularity requirement from "less than 10 percent" to "10 percent or less," and made other clarifications throughtout.
Section 40. Various technical changes made.
Section 49. Added concrete requirements for prequalification of CIDH piling.  Changes were made to section 90 regarding prequalification of concrete designated as compressive strength.
Section 70. Corrected ASTM reference.
Section 86. Reorganized Section 86-2.06 to add section 86-2.07, "Traffic Pull Boxes," back.
Section 88. Updated requirements for filter fabric and geosynthetics for water pollution control.
Section 92. Added a maximum value for G*/sin(delta) to the PG table to eliminate stiffer binder from being used.

	S2-050
	A01-20-12
	SSPC QP Certification Preaward Qualification
	Changed to allow faxing.

	S5-280
	A01-20-12
	Supplemental Project Information
	Parallel to 2010

	S5-740
	A01-20-12
	Aerially Deposited Lead
	Updated agency name change from Integrated Waste Management Board to Department of Resources Recycling and Recovery.

	S8-M03
	A01-20-12
	Prequalified and Tested Signing and Delineation Materials
	Revised to update the list of approved signing and delineation products in order to include newly approved products, to delete products, and to address any changes resulted from merged or closed businesses.   

	S8-C20
	A01-20-12
	Self-Consolidating Concrete for Precast Elements
	Clarified instruction for mock-ups.

	05-020
	A01-20-12
	Miscellaneous Clauses For Order of Work
	Corrected references for slab replacement and just-in-time training.

	07-480
	A01-20-12
	Temporary Construction Entrance
	Updated reference to standard specifications in paragraph 7 for temporary entrance fabric.

	14-001
	A01-20-12
	Remove Yellow Traffic Stripe and Pavement Marking (Hazardous Waste)
	Changed EPA method from 6010C to 6010B per einvirnmental.

	15-025
	A01-20-12
	Miscellaneous Clauses For Debris Containment and Collection Program 
	Changed EPA test method from 6010C to 6010B per Environmental.

	15-140
	A01-20-12
	Destroy Wells
	Format change to remove the section 10 introduction from the title heading.

	19-600
	B01-20-12
	Earth Retaining Structures
	Revised SSP to parallel 2010 RSS 47-2.02C.  Changed value for sand equivalent requirement from "30 minimum" to "12 minimum" in the table titled "Property Requirements" in the fourteenth paragraph. 

	19-650
	B01-20-12
	Soil Nail Wall Earthwork
	Changed "tie back" to "ground anchor".
Allowed use of more than 1 wall zone for ground anchor walls.

	19-660
	B01-20-12
	Soil Nails
	Changed title and all references from Soil Nail Assembly to Soil Nails to parallel the 2010 specifications.  Added an instruction to use pay item code 460300.

	19-900
	A01-20-12
	Material Containing Hazardous Waste Concentrations of Aerially Deposited Lead 
	Added "historic" to match variance language in reference to maximum groundwater level.
Changed EPA test method from 6010 to 6010B to parallel 2010.

	20-055
	A01-20-12
	Erosion Control (Compost Blanket)
	Corrected the name of "Integrated Waste Management Board" to "Department of Resources Recycling and Recovery."

	20-056
	A01-20-12
	Compost, Incorporate
	Corrected the name of "Integrated Waste Management Board" to "Department of Resources Recycling and Recovery."

	20-062
	A01-20-12
	Compost Sock
	Corrected the name of "Integrated Waste Management Board" to "Department of Resources Recycling and Recovery." Other minor edits were done throughout.

	20-352
	A01-20-12
	Mulch
	Corrected  the name of "Integrated Waste Management Board" to "Department of Resources Recycling and Recovery." 

	20-550
	A01-20-12
	Plant Establishment Work
	Corrected the instructions to paragraph 2. The correct position title with approval authority is the Principal Landscape Architect. 

	20-990
	A01-20-12
	Booster Pump
	2010 parallel changes.  
Revised to clarify installation and testing, piping was modified for local water utility requirements in Dist 11, booster pump was changed to an off the shelf prepackaged system and the controller was changed to the standard variable frequency drive (VFD).

	39-070
	A01-20-12
	Edge Treatment, Hot Mix Asphalt Pavement
	New SSP for safety edge of HMA pavement.

	39-720
	A01-20-12
	Hot Mix Asphalt Type C
	Revised to reflect changes adopted in Section 39.

	40-010
	A01-20-12
	Jointed Plain Concrete Pavement
	Various technical revisions including simplifying instructions, changing thermal expansion testing requirements, clarifying test strip construction, updating bar requirements, and adding preformed compression seal requirements.

	40-020
	A01-20-12
	Individual Slab Replacement
	Corrected pay clauses to be consistent with the standard bid item.

	40-025
	A01-20-12
	Continuously Reinforced Concrete Pavement
	Various technical revisions including simplifying instructions, changing thermal expansion testing requirements, clarifying test strip construction, updating bar requirements, updating construction joint requirements, and clarifying repair construction.

	40-150
	A01-20-12
	Exit Ramp Termini
	Changed material requirements to comply with JPCP.

	40-210
	A01-20-12
	Shoulder Rumble Strip (Concrete Pavement, Ground-in Indentations)
	For grinding residue, changed collection and disposal to comply with section 42-2.

	40-250
	A01-20-12
	Concrete Pavement Crack Treatment
	Moved statement that HMWM does not apply to CRCP to SSP 40-025.  Deleted gel time requirement.

	40-400
	A01-20-12
	Edge Treatment, Concrete Pavement
	All new specification for concrete pavement safety edge.

	41-300
	A01-20-12
	Pavement Transition Tapers
	Corrected reference to slab replacement.

	49-310
	B01-20-12
	Cast-In-Drilled-Hole Concrete Piles
	Various updates including adding table to specify end bearing, adding definition for dry hole,  adding option for plastic spacers, and changing "cement" to "cementitious material" for grout. 

	52-700
	B01-20-12
	Headed Bar Reinforcement
	For this minor revision, text was added to the end of the pay clause for clarity.

	54-130
	B01-20-12
	Bridge Deck Methacrylate Resin Treatment
	Updated an SSP reference.

	72-040
	A01-20-12
	Small-Rock Slope Protection 
	This update is to parallel the 2010 standards.  Changed "granular material" to "small rock" For the 2010s it was determined that "small rock" is more accurate since this work may include cobble size rock.  

	74-350
	B01-20-12
	Pumping Plant Equipment
	All new SSP containing general specifications for pumping plants.

	74-360
	A01-20-12
	Drainage Pumping Equipment
	All new SSP containing specifications for drainage pumping equipment.

	74-370
	A01-20-12
	Pumping Plant Equipment
	All new SSP containing general specifications for pumping plant electrical equipment.

	84-065
	A01-20-12
	Thermoplastic Traffic Stripe and Pavement Markings with Enhanced Wet Night Visibility
	Publication of this new SSP is necessary because three companies now manufacture equivalent 'high-performance glass beads' which consist of large beads or particles that are each coated with many small high-refractive index glass beads.  This increases the retroreflectivity (due to the high index beads) and wet-night visibility (due to the large size of the bead particles) of traffic stripes utilizing these products.

	86-140
	A01-20-12
	Pull Boxes
	Changed the use of this SSP to traffic pull boxes, only

	86-141
	A01-20-12
	Pull Box
	New SSP to be used for non-traffic-rated pull boxes.
Advanced technology is available in manufacturing more sturdier pull boxes with longer life cycle and better performance. Annually, Caltrans Maintenance replaces at least 450 pull box covers. The use of stronger pull boxes is expected to reduce maintenance costs substantially and reduce staff exposure to traffic hazards. In addition, it will aid in reducing wire theft.

	stdpln
	A01-20-12
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plan for the 2006 Standard Plans Erratum No. 18.






