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Standard Special Provision Update
July 19, 2013

2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	SN-003
	C07-19-13
	--
	Canceled. Changed SSPC QP certifications from a contract award requirement to a start of work requirement.

	STDPLN
	A07-19-13
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plans and cancellations for the 2010 Standard Plans Erratum No. 7.

	RSS
	A07-19-13
	--
	Sections 20, 40, 41, 37-2, 47-3, and 59-7are replaced.Other sections updated.

	SP_TEMPLATE
	A07-19-13
	--
	An introduction to the special provisions was added to explain the organization of the special provisions. This introduction is similar to the introduction of the RSS.

	1-1.01
	A07-19-13
	--
	Changed to add 2 standard bid items that do not match standard spec section numbers.

	7-1.02K(6)(e)
	A07-19-13
	Scaffolding
	Revised the SSP to require 6 copies of shop drawings and revised the requirements for calculations that must be submitted by the Contractor if the Contractor complies with the scaffolding staging shown on the plans.

	8-1.04C
	A07-19-13
	--
	Changed SSPC QP certifications from a contract award requirement to a start of work requirement.

	9-1.16D(1)
	A07-19-13
	--
	New

	11-2.01
	C07-19-13
	--
	Canceled
SSP moved to 90-4.01D(1).

	11-2.04B
	C07-19-13
	--
	Canceled
SSP moved to 90-4.01C(3).

	12-3.18
	A07-19-13
	Automated Work Zone Information System
	New SSP for automated work zone information system

	12-4.02_X1
	A07-19-13
	--
	For SSP 12-4.02_X1 added paragraph for projects that have no lane requirement charts, but have lane closure restrictions for weekend work, designated legal holidays and special days. Revised instructions and requirements for limiting the length and number of closures.

	12-4.02_X2
	A07-19-13
	--
	Revised SSP 12-4.02_X2 to be consistent with X1.

	12-4.03
	A07-19-13
	--
	SSP 12-4.03 replaces both 12-4.03_X1 and 12-4.03_X2.

	12-4.03_X1
	C07-19-13
	--
	Canceled. Replaced with SSP 12-4.03.

	12-4.03_X2
	C07-19-13
	--
	Canceled. Replaced with SSP 12-4.03.

	12-4.05B_X1
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05B_X2
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05C_X1
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05C_X2
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05D_X1
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05D_X2
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05E_X1
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05E_X2
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05F_X1
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05F_X2
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05G_X1
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05G_X2
	A07-19-13
	--
	Modified cell widths in the table for easier editing.

	12-4.05H
	A07-19-13
	City Street Closures
	Modified cell widths in the table for easier editing.

	13-3
	A07-19-13
	--
	New SSP that combines the requirements in the old SSP 13-3.01A and adds new requirements for projects in the Lake Tahoe area and specific NPDES permits.

	13-3.01A
	C07-19-13
	--
	Cancelled. The requirements of this SSP are in SSP 13-3, along with requirements for projects in the Lake Tahoe Hydorlogic Unit.

	13-4
	A07-19-13
	--
	New SSP. This SSP allows edits to the Std. Specs due to project-specific PLACs.

	13-8
	A07-19-13
	--
	New SSP. This SSP combines the requirements of the old SSP 13-8.01A and adds new requirements for projects in the Lake Tahoe area and specific NPDES permit.

	13-8.01A
	C07-19-13
	--
	Canceled. SSP 13-8 combines the requirements from the old SSP 13-8.01A.

	13-11
	A07-19-13
	Water Quality Monitoring
	New SSP for water quality monitoring,

	14-7.03
	A07-19-13
	Paleontological Resources Mitigation
	Converted paleontology NSSP to an SSP.

	14-10.01
	A07-19-13
	
	New SSP to allow edits due to environmental PLACs. 

	14-11.08
	A07-19-13
	Disturbance of Existing Paint Systems on Bridges
	Revised the previous specification to include only content related to hazardous waste generation, handling, and disposal.  The remaining content was moved to a section 59 SSP.

	15-2.03B
	A07-19-13
	Salvage Guardrail
	Replaced the 29" high metal beam guard railing standard to the 31" midwest guardrail system.  This required a terminology change throughout the specifications.

	15-2.04D
	A07-19-13
	Reconstruct Guardrail
	Replaced the 29" high metal beam guard railing standard to the 31" midwest guardrail system.  This required a terminology change throughout the specifications.

	15-2.07E
	A07-19-13
	Modify Slotted Pipe Grate
	New SSP.

	15-2.10D
	A07-19-13
	Adjust Guardrail
	Replaced the 29" high metal beam guard railing standard to the 31" midwest guardrail system.  This required a terminology change throughout the specifications.

	15-3.01
	A07-19-13
	--
	Updated to be consistent with paragraph numbering in the RSS for section 15-3.01.

	15-6.10
	A07-19-13
	Plastic Pipeliners
	Added more types of allowable plastic.

	15-6.13B
	A07-19-13
	Machine Spiral Wound PVC Pipeliners, Fixed Diameter
	Revised to include noncircular shapes and additional allowable materials.

	15-6.13C
	A07-19-13
	Machine Spiral Wound PVC Pipeliners, Expandable Diameter
	Revised to include noncircular shapes and additional allowable materials.

	19-1.01A
	A07-19-13
	--
	Incorporated paleontology content to be used with SSP 14-7.03.

	19-9
	A07-19-13
	--
	Revised time to replace shoulder backing when safety edge is constructed and corrected unit weight of shoulder backing when 100 percent reclaimed asphalt concrete is used.

	20-1
	C07-19-13
	--
	Canceled SSP due to the complete replacement of section 20.

	20-1.02C
	A07-19-13
	--
	New SSP to accompany the newly reorganized section 20.

	20-1.03A
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-1.03C
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-1.03E
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2
	C07-19-13
	Existing Highway Planting
	Canceled SSP due to the complete replacement of section 20.

	20-2.01A(4)(b)(i)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.01C(2)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.03B
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.05B
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.06B
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.07
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.08C(2)(a)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.09
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.10
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.11
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.12_X1
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-2.12_X2
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3
	C07-19-13
	Irrigation
	Canceled SSP due to the complete replacement of section 20.

	20-3.01A(3)(b)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.01B(2)(b)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.01B(3)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.01B(9)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.01C(1)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.01C(5)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.01D
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.02C(3)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-3.03C(3)
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-4.01
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-5.03B
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-5.03C
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-5.03D
	A07-19-13
	--
	New SSP for the newly reorganized section 20.

	20-7
	C07-19-13
	Highway Planting
	Canceled SSP due to the complete replacement of section 20.

	20-8
	C07-19-13
	Wildflower Seeding
	Canceled SSP due to the complete replacement of section 20.

	20-9
	C07-19-13
	Plant Establishment Work
	Canceled SSP due to the complete replacement of section 20.

	20-10
	C07-19-13
	Decomposed Granite
	Canceled SSP due to the complete replacement of section 20.

	20-11
	C07-19-13
	Gravel Mulch
	Canceled SSP due to the complete replacement of section 20.

	20-12
	C07-19-13
	Rock Blanket
	Canceled SSP due to the complete replacement of section 20.

	20-13
	C07-19-13
	Rock Staining
	Canceled SSP due to the complete replacement of section 20.

	20-14
	C07-19-13
	Willow Cuttings For Plant Group W
	Canceled SSP due to the complete replacement of section 20.

	25-1
	A07-19-13
	--
	Section 25-1. Added requirements for using biaxial geogrid to enhance subbase.

	28-2
	C07-19-13
	--
	SSP 28-2 is canceled. Incorporated into RSS 28-2.

	28-3
	A07-19-13
	Rapid Strength Concrete Base
	Revised introductory satement to correlate with section 28 RSS and revised section references for section 40 RSS.

	28-4
	A07-19-13
	Lean Concrete Base Rapid Setting
	SSP 28-4.  Added QC testing requirements.

	28-5
	A07-19-13
	Concrete Base
	Revised introductory clause to correlate with section 28 RSS an revised section references for section 40 RSS.

	28-15
	A07-19-13
	Concrete Base
	New SSP.

	36-2
	A07-19-13
	--
	Section 36-2.  New SSP for base bond breaker.

	37-1.01D(2)
	A07-19-13
	--
	New SSP to provide a web site address where training and instructional material for the prepaving conference can be found. 

	37-2
	C07-19-13
	Seal Coats
	Canceled due to the reorganization of section 32-2

	37-2.01C(1)
	A07-19-13
	--
	New SSP to accompany the reorganized section 37-2.

	37-2.04B
	A07-19-13
	--
	New SSP to accompany the reorganized section 37-2.

	37-2.04C
	A07-19-13
	--
	New SSP to accompany the reorganized section 37-2.

	37-2.05B
	A07-19-13
	--
	New SSP to accompany the reorganized section 37-2.

	39-1.12
	A07-19-13
	--
	Revised to require the Department's certification for the inertial profiler and operator instead of the Texas Transportation Institute and clarifies the instructions for the use of prepaving grinding.

	39-1.24
	A07-19-13
	--
	Revised to correct the term from "polymer modified asphalt binder" and "PM" to "modified asphalt binder" and "M."

	39-1.27
	A07-19-13
	--
	Revised to correct the term from "polymer modified asphalt binder" and "PM" to "modified asphalt binder" and "M."

	39-1.30
	A07-19-13
	Edge Treatment, Hot Mix Asphalt Pavement
	Revised to require the safety edge to be place with each lift.

	40-1
	A07-19-13
	
	Portions of SSP incorporated into RSS_40. Joint seals moved to RSS_41.

	40-2
	C07-19-13
	Jointed Plain Concrete Pavement
	Canceled. Incorporated into RSS_40.

	40-3
	C07-19-13
	Continuously Reinforced Concrete Pavement
	Canceled. Incorporated into RSS_40.

	40-5
	A07-19-13
	
	New SSP for jointed plain concrete pavement with rapid strength concrete.

	41-4
	A07-19-13
	
	New. Replaces SSP 41-4.03J.

	41-4.03J
	C07-19-13
	Replace Joint Seal
	Canceled. Replaced with SSP 41-4.

	41-8
	A07-19-13
	Dowel bar Retrofit
	Revised to be consistent with RSS_41.

	41-9
	C07-19-13
	--
	Canceled. Incorporated into RSS_41.

	42-3.03A
	A07-19-13
	
	New SSP to replace 42-3.03C_C07-19-13.

	42-3.03C
	C07-19-13
	
	Canceled. Replaced with SSP 42-3.03A.

	47-3.02B(2)(c)
	C07-19-13
	--
	Canceled and replaced with SSP 47-3.03B(3)

	47-3.02B(3)
	A07-19-13
	--
	Replaces SSP 47-3.02B(2)(c)

	49-3.02A(4)(d)(ii)
	A07-19-13
	--
	Revised to add dry hole or dewater condition per substructure committee.

	49-3.02B(7)
	A07-19-13
	--
	Instructions have been revised to delete optional construction joint.

	49-3.02C(6)
	A07-19-13
	--
	Revised to match new MTD 3-1 as requested by substructure committee.

	49-5
	A07-19-13
	--
	Added language "and slope stabilization structures" after "walls" where appropriate. Clarified instructions. 


	51-2.02A(2)
	A07-19-13
	--
	Added instruction to use with SSP 59-2.01C(2)

	51-2.02D(2)b
	A07-19-13
	--
	Corrects an error in a paragraph reference.

	52-1.04
	A07-19-13
	--
	New SSP that modifies the pay clause in section 52-1.04 to clarify that the reinforcement that extends from the sculpted shotcrete into the structural shotcrete will be paid for as part of the bid item for sculpted shotcrete,

	53-3
	A07-19-13
	--
	New SSP for sculpted shotcrete.

	54-7
	A07-19-13
	--
	New SSP for additional water resistance for concrete.

	55-1.02A(2)
	A07-19-13
	Additional CVN Requirements
	Updated references to ASIC certification Manual, added Charpy V-notch testing requirement for hollow structural section members of steel pedestrian bridges when these members are labeled as either fracture critical or main tension

	55-2
	A07-19-13
	Column Casings
	Grouting requirements were revised to eliminate reference to section 50 because grouting requirements in section 50 are more stringent.

	56-3
	A07-19-13
	--
	Added new requirements for Charpy V-notch testing of tubular main members of sign structures, allowed modificaiton of final sign structure color, and clarified order of cleaning and painting work.

	59-2.01C(2)
	A07-19-13
	Mandatory SSPC-QP Certification
	This minor revision changes the reference from section 2-1.35 to 8-1.04C for submittal requirements.

	59-2.03B(3)
	A07-19-13
	
	New SSP used for all painting projects over traffic to specify clearances.

	59-7
	A07-19-13
	Acid Staining Concrete
	The section for staining concrete was revised and expanded to also apply to staining textured concrete, shotcrete, and sculpted concrete.

	59-11
	A07-19-13
	Staining Galvanized Surfaces
	New SSP for applying a Natina stain to galvanized surfaces.

	59-12
	A07-19-13
	Staining Galvanized Surfaces
	SSP was previously in section 20-12. Minor changes were made to the organization and wording.

	62-5
	A07-19-13
	--Temporary Slotted Pipe
	New SSP for temporary slotted pipe.

	73-3
	A07-19-13
	--
	Added a sentence to section 73-3.03 to verify that forms and site constraints allow the required dimensioning and slopes. 

	73-5
	A07-19-13
	Parking Bumper
	Revise section 73-1.01A to include precast parking bumpers and to clarify that section.

	83-1.02B(1)
	A07-19-13
	--
	Replaced the 29" high metal beam guard railing standard to the 31" midwest guardrail system.  This required a terminology change throughout the specifications.

	83-1.02D(2)
	A07-19-13
	--
	Replaced "sets" with "copies" in paragraph 9 to be consistent with the language used in the construction management system (CMS).  Added "shop" before "drawings" in the 1st sentence.

	83-2.02D(3)(b)
	A07-19-13
	
	New SSP for Type 50 or 60 series concrete barrier.

	86-1.01
	A07-19-13
	--
	Revised SSP to specify that electrical work is shown on plan sheets labeled E.

	86-1.03
	A07-19-13
	--
	Moved requirement for the contractor to submit a schedule of values from this SSP to the Standard Specifications.

	86-2.06
	A07-19-13
	--
	Added submittal requirements and deleted testing references.

	86-2.11C
	C07-19-13
	--
	Canceled SSP because booster pumps are covered under section 74-4 and a section 74 bid item.

	86-3.02
	A07-19-13
	--
	Clarified the warranty requirement and specified that the manufacturer's warranty must be submitted before installing the batteries.

	86-4.03H
	A07-19-13
	
	Replaced "Reserved" section with specifications for LED countdown PSF modules.

	86-4.03I
	A07-19-13
	--
	Added requirement that the contractor submit warranty documentation as an informational submittal before installing LED PSF modules.

	86-4.03J
	A07-19-13
	--
	Removed requirement that a ramp metering sign must have 2 incandescent lamps.

	86-5.01C
	A07-19-13
	--
	Deleted dimensions for the MVDS unit and corrected law citations.

	86-5.01D
	A07-19-13
	--
	Updated requirement that discriminator modules must be compatible with Model 170/2070E controller units and modified requirements for the unit's front panel.

	86-5.02
	A07-19-13
	
	Modified material requirements for plastic push button housings.

	86-5.03
	A07-19-13
	
	Moved and updated accessible pedestrian signal content from SSP 86-5.02.

	86-6.01
	C07-19-13
	--
	Canceled SSP and moved content to SSP 86-6.02, which replaces a "Reserved" section, since districts may want to use both high pressure sodium (section 86-6.01) and LED luminaires on the same project.

	86-6.02
	A07-19-13
	
	Created SSP for LED luminaires.

	86-6.04
	A07-19-13
	--
	Added requirement that the high mast lighting assembly must be grounded. 

	90-4.01C(3)
	A07-19-13
	--
	Use to revise the review times for the PC concrete QC plan.

	90-4.01D(1)
	A07-19-13
	--
	Revised for additional QC work not covered in the section.

	99-16420
	A07-19-13
	Service and Distribution
	Corrected reference.






