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Section 51-1.01A. Use for colored concrete, RSC, mass concrete , alternative earth retaining systems for Type 1–5 retaining walls, and diaphragm bolsters.

Add to section 51-1.01A:
1. Use to specify color using a federal standard number. Insert portions of structures to be colored and federal standard number. Delete par. 2.
The concrete at __________ must be integrally pigmented colored concrete. The color must match color no. ____ of FED-STD-595.
2. Use to specify color using a referee sample. Insert description of the portions of structures to be colored and location of referee sample. Delete par. 1.
The concrete at __________ must be integrally pigmented colored concrete. The color must match the referee sample located at ____________.
3. Use to allow RSC in joint seal assembly replacements. RSC must not be used for concrete in flexure or when a long service life is required. Using RSC for elements other than joint seal assembly replacements must be approved by Structure Policy & Innovation and the designer. Insert description of the portion of the structure that may be constructed using RSC.
Concrete for _______ must comply with one of the following:
1.	Cure for at least 5 days before opening to traffic
2.	Comply with the specifications for RSC

4. Use for structural elements other than piles having (1) a least dimension of more than 7 feet or (2) a concrete volume with dimensions large enough to require measures to cope with the heat of hydration. Consult with METS for clarification. Use for CIDH or CISS piling with diameters greater than 14 feet.
The portions of the bridges shown in the following table must be constructed of mass concrete under section 51-6:
	Bridge name and number
	Portion of bridge

	
	

	
	

	
	

	
	

	
	



5. Use if proprietary earth retaining systems are allowed as alternatives to the Department's Type 1-5 walls. Insert the type and location of wall.
You may use an alternative earth retaining system for the Type ____ retaining wall at _______. The alternative system must comply with section 47.
6. Use for diaphragm bolsters.
Add to the list in the 6th paragraph of the RSS for section 51-1.01A:
7.	Diaphragm bolsters.
