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Use in Districts 4, 6, 7, 8, 10, 11, and 12.

Use SSP 10-010 with SSP 07-330.

Do not use SSP S5-740 with SSP 07-330.

Use on projects with known contamination from aerially deposited lead and with minor soil disturbance, that is, no soil will be surplus or wasted on job. 

Such projects include installing guardrail, fencing, and sign posts, and installing traffic operation systems, performing highway planting and irrigation and minor clearing and grubbing, constructing shoulder backing, pavement and trenches for electrical, planting, or irrigation systems.  

All soil disturbed should remain in the area of disturbance and not be transported elsewhere.

Do not use in highway planting and irrigation projects that require excavation for constructing a maintenance vehicle pullout, gore paving, or rock blanket.

Use SSP S5-740 and SSP 19-900 on projects with major soil disturbance, such as roadway excavation, including stockpiling, transporting, or disposing of material contaminated with aerially deposited lead at California hazardous waste levels.

The Design Engineer shall consult with the District Environmental Office to determine if this SSP is appropriate and to fill in lead levels.

DO NOT EDIT, EXCEPT WHERE INDICATED.

10‑1.__  MATERIAL CONTAINING AERIALLY DEPOSITED LEAD

This work shall consist of handling material contaminated by aerially deposited lead in conformance with the Standard Specifications and these special provisions.

2*.  Fill in the levels of lead.

Aerially deposited lead is typically found within the top 0.6-m of material in unpaved areas within the highway right of way.  Levels of lead found near the project limits range from less than __________ to __________ mg/kg total lead with an average concentration of ___________mg/kg total lead, as analyzed by EPA Test Method 6010 or EPA Test Method 7000 series.

3

After the Contractor has completed handling materials containing aerially deposited lead, in conformance with the plans, Standard Specifications, and these special provisions, the Contractor shall have no responsibility for such materials in place and shall not be obligated for further cleanup, removal, or remedial actions for such materials.

4*.  Fill in the appropriate region for the Water Quality Control Board.

Handling material containing aerially deposited lead shall be in conformance with rules and regulations including, but not limited to, those of the following agencies:

California Division of Occupational Safety and Health Administration  (Cal-OSHA)

California Regional Water Quality Control Board, Region __________.

5

Full compensation for conforming to the requirements of this section, except for the Lead Compliance Plan, shall be considered as included in the prices paid for the various contract items of work involved and no additional compensation will be allowed therefor.

6

LEAD COMPLIANCE PLAN

The Contractor shall prepare a project specific Lead Compliance Plan to prevent or minimize worker exposure to lead while handling material containing aerially deposited lead.  Attention is directed to Title 8, California Code of Regulations, Section 1532.1, “Lead,” for specific Cal-OSHA requirements when working with lead. 

7

The Lead Compliance Plan shall contain the elements listed in Title 8, California Code of Regulations, Section 1532.1(e)(2)(B).  Before submission to the Engineer, the Lead Compliance Plan shall be approved by an Industrial Hygienist certified in Comprehensive Practice by the American Board of Industrial Hygiene.  The Plan shall be submitted to the Engineer at least 7 days prior to beginning work in areas containing aerially deposited lead.

8

Prior to performing work in areas containing lead, personnel who have no prior training, including State personnel, shall complete a safety training program provided by the Contractor, that meets the requirements of Title 8, California Code of Regulations, Section 1532.1, "Lead," and the Contractor’s Lead Compliance Program.

9*.  Edit Para 9 to include number of State employees.

Personal protective equipment, training, and washing facilities, required by the Contractor's Lead Compliance Plan shall be supplied to State personnel by the Contractor.  The number of State personnel will be ____________.

10

The contract lump sum price paid for Lead Compliance Plan shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals and for doing all the work involved in preparing the Lead Compliance Plan, including paying the Certified Industrial Hygienist, and for providing personal protective equipment, training and medical surveillance, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

11

SOIL HANDLING

Handling of materials containing aerially deposited lead shall result in no visible dust migration.  The Contractor shall have a means of dust control available at all times while handling material in work areas containing aerially deposited lead.

12

The Contractor shall separate material from vegetation and the soils shall remain on site.  This will not be required for vegetation removal performed during plant establishment.

13

Surplus material excavated from areas containing aerially deposited lead shall remain in the area of soil disturbance.  The surplus soil shall not be disposed of outside the highway right of way.

14

Full compensation for handling material contaminated with aerially deposited lead, except as otherwise provided, shall be considered as included in the prices paid for the various contract items of work involved and no additional compensation will be allowed therefor.

