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USE WITH 2004 STANDARD PLANS ONLY.

Use when existing pavement delineation will be obliterated on lanes opened to public traffic and temporary pavement delineation will be in place longer than 14 days but less than 180 days.

NOTE: Use permanent delineation SSPs and contract items for temporary pavement delineation locations to be in place longer than 180 days.   Provide for removal by separate contract item when removal is required.

Temporary pavement markers used in addition to temporary traffic stripe must be shown on the plans.

Use with amended Section 39, "Hot Mix Asphalt."

10‑1.__  TEMPORARY PAVEMENT DELINEATION

Temporary pavement delineation shall be furnished, placed, maintained, and removed in conformance with the provisions in Section 12‑3.01, "General," of the Standard Specifications and these special provisions.  Nothing in these special provisions shall be construed as reducing the minimum standards specified in the California MUTCD or as relieving the Contractor from the responsibilities specified in Section 7‑1.09, "Public Safety," of the Standard Specifications.

2.  Use either Para 2 or Para 3.  Use Para 2 when multilane roadway edgeline will be obliterated.  Use Para 3 when NO multilane roadway edgeline will be obliterated.

GENERAL

When the work causes obliteration of pavement delineation, temporary or permanent pavement delineation shall be in place before opening the traveled way to public traffic.  Laneline or centerline pavement delineation shall be provided for traveled ways open to public traffic.  On multilane roadways (freeways and expressways) edgeline delineation shall be provided for traveled ways open to public traffic.
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GENERAL

When the work causes obliteration of pavement delineation, temporary or permanent pavement delineation shall be in place before opening the traveled way to public traffic.  Laneline or centerline pavement delineation shall be provided for traveled ways open to public traffic.
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The Contractor shall perform the work necessary to establish the alignment of temporary pavement delineation, including required lines or markers.  Surfaces to receive application of paint or removable traffic tape temporary pavement delineation shall be dry and free of dirt and loose material.  Temporary pavement delineation shall not be applied over existing pavement delineation or other temporary pavement delineation.  Temporary pavement delineation shall be maintained until superseded or replaced with a new pattern of temporary pavement delineation or permanent pavement delineation, or as determined by the Engineer.
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Temporary pavement markers, including underlying adhesive, and removable traffic tape that are applied to the final layer of surfacing or existing pavement to remain in place or that conflicts with a subsequent or new traffic pattern for the area shall be removed when no longer required for the direction of public traffic, as determined by the Engineer.
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TEMPORARY LANELINE AND CENTERLINE DELINEATION

When lanelines or centerlines are obliterated and temporary pavement delineation to replace the lines is not shown on the plans, the minimum laneline and centerline delineation to be provided for that area shall be temporary pavement markers placed at longitudinal intervals of not more than 7.3 m.  The temporary pavement markers shall be the same color as the laneline or centerline the pavement markers replace.  Temporary pavement markers shall be, at the option of the Contractor, one of the temporary pavement markers listed for short term day/night use (14 days or less) or long term day/night use (180 days or less) in "Prequalified and Tested Signing and Delineation Materials" of these special provisions. The temporary pavement markers shall be placed in conformance with the manufacturer's instructions. Temporary pavement markers for long term day/night use (180 days or less) shall be cemented to the surfacing with the adhesive recommended by the manufacturer, except epoxy adhesive shall not be used to place the temporary pavement markers in areas where removal of the temporary pavement markers will be required.
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Temporary laneline or centerline delineation consisting entirely of temporary pavement markers listed for short term day/night use (14 days or less), shall be placed on longitudinal intervals of not more than 7.3 m and shall be used for a maximum of 14 days on lanes opened to public traffic.  Before the end of the 14 days the permanent pavement delineation shall be placed.  If the permanent pavement delineation is not placed within the 14 days, the Contractor shall replace the temporary pavement markers and provide additional temporary pavement delineation and shall bear the cost thereof.  The additional temporary pavement delineation to be provided shall be equivalent to the pattern specified for the permanent pavement delineation for the area, as determined by the Engineer.

8.  Use only when "no passing" centerline pavement delineation will be obliterated.  Delete when not applicable to the project.

Where "no passing" centerline pavement delineation is obliterated, the following "no passing" zone signing shall be installed before opening the lanes to public traffic. W20‑1 (ROAD WORK AHEAD) signs shall be installed from 300 m to 600 m in advance of "no passing" zones. R4‑1 (DO NOT PASS) signs shall be installed at the beginning and at every 600‑m interval within "no passing" zones.  For continuous zones longer than 3 km, W7‑3a or W71(CA) (NEXT _____ MILES) signs shall be installed beneath the W20‑1 signs installed in advance of "no passing" zones.  R4‑2 (PASS WITH CARE) signs shall be installed at the end of "no passing" zones.  The exact location of "no passing" zone signing will be as determined by the Engineer and shall be maintained in place until permanent "no passing" centerline pavement delineation has been applied.  The signing for "no passing" zones, shall be removed when no longer required for the direction of public traffic.  The signing for "no passing" zones shall conform to the provisions in "Construction Area Signs" of these special provisions, except for payment.

9.  Use Paras 9, 10, 11, 12 and 13 when edgeline on multilane roadways will be obliterated.

TEMPORARY EDGELINE DELINEATION

On multilane roadways (freeways and expressways), when edgelines are obliterated and temporary pavement delineation to replace those edgelines is not shown on the plans, the edgeline delineation to be provided for those areas adjacent to lanes open to public traffic shall be as follows:

1.
Temporary pavement delineation for right edgelines shall, at the option of the Contractor, consist of either a solid 100‑mm wide traffic stripe tape of the same color as the stripe it replaces, traffic cones, portable delineators or channelizers placed at longitudinal intervals not to exceed 30 m.

2.
Temporary pavement delineation for left edgelines shall, at the option of the Contractor, consist of either solid 100‑mm wide traffic stripe tape of the same color as the stripe it replaces, traffic cones, portable delineators or channelizers placed at longitudinal intervals not to exceed 30 m or temporary pavement markers placed at longitudinal intervals of not more than 1.8 m.
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Where removal of the 100‑mm wide traffic stripe will not be required, painted traffic stripe conforming to the provisions of "Temporary Traffic Stripe (Paint)" of these special provisions may be used.
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The lateral offset for traffic cones, portable delineators or channelizers used for temporary edgeline delineation shall be as determined by the Engineer.  If traffic cones or portable delineators are used as temporary pavement delineation for edgelines, the Contractor shall provide personnel to remain at the project site to maintain the cones or delineators during the hours of the day that the portable delineators are in use.
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Channelizers used for temporary edgeline delineation shall be the surface mounted type and shall be orange in color.  Channelizer bases shall be cemented to the pavement in the same manner provided for cementing pavement markers to pavement in "Pavement Markers" of these special provisions, except epoxy adhesive shall not be used to place channelizers on the top layer of pavement.  Channelizers shall be, at the Contractor's option, one of the surface mount types (900 mm) listed in "Prequalified and Tested Signing and Delineation Materials" of these special provisions.
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Temporary edgeline delineation shall be removed when no longer required for the direction of public traffic as determined by the Engineer.

14.  Use with Para 10, 15 and 16 when there is an item for temporary traffic stripe (tape).

TEMPORARY TRAFFIC STRIPE (TAPE)

The temporary traffic stripe tape shall be complete in place at the location shown before opening the traveled way to public traffic.
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Removable traffic stripe tape shall be the temporary removable traffic stripe tape as listed in "Prequalified and Tested Signing and Delineation Materials" of these special provisions.
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Removable traffic stripe tape shall be applied in conformance with the manufacturer's installation instructions and shall be rolled slowly with a rubber tired vehicle or roller to ensure complete contact with the pavement surface.  Traffic stripe tape shall be applied straight on tangent alignment and on a true arc on curved alignment.  Traffic stripe tape shall not be applied when the air or pavement temperature is less than 10°C, unless the installation procedures to be used are approved by the Engineer, before beginning installation of the tape.

17.  Use Paras 17 and 18 when there is an item for temporary traffic stripe (paint).

TEMPORARY TRAFFIC STRIPE (PAINT)

The painted temporary traffic stripe shall be complete in place at the location shown before opening the traveled way to public traffic.  Removal of painted temporary traffic stripe will not be required.

18*.  If there is a section for "Paint Traffic Stripe and Pavement Marking," delete reference to Section 84‑3; otherwise, delete " 'Paint Traffic Stripe and Pavement Marking' of these special provisions".

Temporary painted traffic stripe shall conform to the provisions in "Paint Traffic Stripe and Pavement Marking" of these special provisions,      Section 84‑3, "Painted Traffic Stripes and Pavement Markings," of the Standard Specifications,       except for payment.  At the option of the Contractor, either one or 2 coats shall be applied regardless of whether on new or existing pavement.

19.  Use with Para 20 when there is an item for temporary pavement marking (tape) in the project.

TEMPORARY PAVEMENT MARKING (TAPE)

Temporary pavement marking consisting of removable pavement marking tape shall be applied at the locations shown on the plans.  The temporary pavement marking tape shall be complete in place at the location shown, before opening the traveled way to public traffic.
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Removable pavement marking tape shall be the temporary removable type pavement marking tape listed in "Prequalified and Tested Signing and Delineation Materials" of these special provisions and shall be applied and removed in conformance with the provisions specified for applying and removing the temporary traffic stripe tape.

21.  Use Paras 21, 22 and 23 when there is an item for temporary pavement marking (paint) in the project.  SSP 84‑100 must be included.

TEMPORARY PAVEMENT MARKING (PAINT)

Temporary pavement marking consisting of painted pavement marking shall be applied and maintained at the locations shown on the plans.  The painted temporary pavement marking shall be complete in place at the location shown before opening the traveled way to public traffic.  Removal of painted temporary pavement marking will not be required.
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Temporary painted pavement marking shall conform to the provisions in "Paint Traffic Stripe and Pavement Marking" of these special provisions, except for payment.  At the option of the Contractor, either one or 2 coats shall be applied regardless whether on new or existing pavement.
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At the Contractor's option, temporary removable pavement marking tape or permanent pavement marking tape listed in "Prequalified and Tested Signing and Delineation Materials" of these special provisions may be used instead of painted temporary pavement markings.  When pavement marking tape is used, regardless of which type of tape is placed, the tape will be measured and paid for by the square meter as temporary pavement marking (paint).

24.  Use with Paras 25, 26 and 27 only when there is an item for temporary pavement markers included in the project.

TEMPORARY PAVEMENT MARKERS

Temporary pavement markers shall be applied complete in place before opening the traveled way to public traffic.
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Temporary pavement markers shall be, at the option of the Contractor, one of the temporary pavement markers for long term day/night use (180 days or less) listed in "Prequalified and Tested Signing and Delineation Materials" of these special provisions.
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Temporary pavement markers shall be placed in conformance with the manufacturer's instructions and shall be cemented to the surfacing with the adhesive recommended by the manufacturer, except epoxy adhesive shall not be used in areas where removal of the pavement markers will be required.

27*.  If there is a section "Pavement Markers," delete reference to Section 85; otherwise delete " 'Pavement Markers' of these special provisions".

Retroreflective pavement markers conforming to the provisions in "Pavement Markers" of these special provisions       Section 85, "Pavement Markers," of the Standard Specifications      may be used in place of temporary pavement markers for long term day/night use (180 days or less) except to simulate patterns of broken traffic stripe.  Placement of the retroreflective pavement markers used for temporary pavement markers shall conform to the provisions in "Pavement Markers" of these special provisions except the waiting period provisions before placing the pavement markers on new hot mix asphalt surfacing as specified in Section 85‑1.06, "Placement," of the Standard Specifications shall not apply and epoxy adhesive shall not be used to place pavement markers in areas where removal of the pavement markers will be required.

28.  Edit Paras 28, 29, 30 and 31 to correspond with the items and details shown on the plans.

MEASUREMENT AND PAYMENT

Temporary traffic stripe and temporary pavement marking shown on the plans will be measured and paid for in the same manner specified for paint traffic stripe and paint pavement marking in Section 84‑3.06, "Measurement," and Section 84‑3.07, "Payment," of the Standard Specifications.
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Temporary pavement markers shown on the plans will be measured and paid for by the unit in the same manner specified for retroreflective pavement markers in Section 85‑1.08, "Measurement," and Section 85‑1.09, "Payment," of the Standard Specifications.

30.  Delete references to "no passing" zone signing when Para 8 is deleted.

Full compensation for furnishing, placing, maintaining, and removing the temporary pavement markers (including underlying adhesive, layout (dribble) lines to establish alignment of temporary pavement markers or used for temporary laneline and centerline delineation and signing specified for "no passing" zones) for those areas where temporary laneline and centerline delineation is not shown on the plans and for providing equivalent patterns of permanent traffic lines for those areas when required, shall be considered as included in the contract prices paid for the items of work that obliterated the laneline and centerline pavement delineation and no separate payment will be made therefor.
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Full compensation for furnishing, placing, maintaining, and removing temporary edgeline delineation not shown on the plans shall be considered as included in the contract prices paid for the items of work that obliterated the edgeline pavement delineation and no separate payment will be made therefor.  The quantity of channelizers used as temporary edgeline delineation will not be included in the quantity of channelizer (surface mounted) to be paid for.

