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Use item code 120199, "Traffic Plastic Drum."

10-1.__  TRAFFIC PLASTIC DRUMS

GENERAL

Summary

1

Work includes placing traffic plastic drums.

2

Comply with:

1.
Section 12, "Construction Area Traffic Control Devices," of the Standard Specifications

2.
Section 6F.62, "Drums," of the California Manual On Uniform Traffic Control Devices

3.
Traffic plastic drum manufacturer’s recommendations for weight and ballast

Definitions

3

orange-colored:  Orange-colored may be either orange, red-orange, fluorescent orange or fluorescent red-orange in color.

Submittals

4

Upon request, submit a Certificate of Compliance for Traffic Plastic Drum under Section 6-1.07, "Certificates of Compliance," of the Standard Specifications.

Quality Control and Assurance

5

White and orange-colored retroreflective stripes must be a brand of retroreflective sheeting listed on the Department's "Prequalified and Tested Signing and Delineation Materials," of these special provisions.  White and orange-colored stripe may be either Type III, Type IV, Type VI, Type VII, Type VIII, or Type IX retroreflective sheeting.  Use the same type and brand of retroreflective sheeting for all traffic plastic drums.

MATERIALS

6

Traffic plastic drum must:

1.
Be orange-colored low-density polyethylene

2.
Be flexible and collapsible upon vehicle impact

3.
Have a weighted-base to maintain an upright position and prevent displacement under passing traffic

7

Weighted-base must be:

1.
Detachable

2.
Shaped to prevent rolling upon impact

3.
970-mm maximum outside diameter

4.
100-mm maximum height above the ground surface

CONSTRUCTION

8

Place a traffic plastic drum on only one side of the traveled way, in a straight line on a tangent alignment, and in a true arc on a curved alignment.

9

Use only one type of traffic plastic drum on the job site.  Do not intermix traffic plastic drums, portable delineators, tubular markers, traffic cones, and Type I and Type II barricades on the same alignment.

10

Do not use sandbags or comparable ballast.

11

Traffic plastic drum must be a minimum of 900 mm in height above the traveled way.

12

Immediately restore a displaced traffic plastic drum to its original location and upright position.

13

Upon completion of work, traffic plastic drums become your property and must be removed from the job site.

MEASUREMENT AND PAYMENT

14

Traffic plastic drum is measured by the unit from actual count designated on the plans or ordered by the Engineer.

15

After initial placement of traffic plastic drums, and if ordered by the Engineer, traffic plastic drums must be moved from location to location, the cost thereof will be paid for as extra work as specified in Section 4-1.03D, "Extra Work," of the Standard Specifications.

16

The contract unit price paid for traffic plastic drum includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in placing and maintaining traffic plastic drums, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.




