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Use when applicable.  Add to SSP 15-010.

Cross Reference to this section should be made in section pertaining to material to be placed over the existing roadbed.

This SSP is to be used under special conditions only, that is, when work is so indeterminate that quantities or locations cannot be established beforehand, or when base and surfacing is to be placed on an existing embankment or previously prepared grading plan.

PREPARING EXISTING ROADBED

When subbase, base or pavement material are to be placed on the existing roadbed, the existing roadbed shall first be cleaned of dirt and extraneous material.

2.  If material being placed is being paid for on the basis of theoretical measurement, add clause that material for level course will be "measured in the vehicle."

When ordered by the Engineer, a leveling course of the material to be placed shall be spread upon the existing roadbed in conformance with the specifications for the type of material being placed.  No compensation other than the contract price or prices being paid for the material will be made for this work.
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Where shown on the plans, specified or directed by the Engineer, the existing roadbed shall be scarified, watered, graded, and rolled in advance of placing new material thereon.  The cost of all such work will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.
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Broken, failed or other unsatisfactory portions of the existing roadbed shall be removed and disposed of outside the highway right of way.  The areas and depths to be removed shall be as ordered by the Engineer.  The area in the exposed spaces shall be watered and compacted, after which the space shall be filled with material as directed by the Engineer.  The cost of all such work will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.
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Except as otherwise provided, full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in preparing existing roadbed as shown on the plans, as specified herein, and as directed by the Engineer shall be considered as included in the contract price paid for the material to be placed on the existing roadbed.

