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Use for access openings to be made through box girder soffits.

Include requirements of SSP 15-850 if deck openings are allowed as an option.

ACCESS OPENING, SOFFIT

Access openings in bridge soffits shall consist of removing portions of existing box girder bridge soffits at the locations and to the dimensions shown on the plans.

2

A 19‑mm deep saw cut shall be made around the perimeter of the soffit areas to be removed.

3

Bar reinforcing steel shall be removed as shown on the plans.  The ends of the remaining bars shall be coated with 2 applications of a zinc-rich primer in the same manner specified for exposed ends of prestressing steel in Section 50‑1.05, "Prestressing Steel," of the Standard Specifications.

4.  Edit second sentence for openings adjacent to bent caps or abutments.

Within a cell where work is to be performed, existing formwork and miscellaneous concrete that will interfere with the work shall be removed.  In addition, when the work is to be done in a cell that adjoins a hinge, all existing forms and sharp projections in the cell between the hinge and 1.5 m past the access opening shall be removed.

5

All material removed shall become the property of the Contractor and shall be disposed of outside the highway right of way as provided in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

6

When no longer required, soffit access openings shall be closed as shown on the plans.  All materials, including galvanized sheet metal covers, steel hardware, hinges, and corrosion resistant concrete expansion anchorage devices, shall be commercial quality.

7

Thread locking system shall conform to the provisions in Section 75, "Miscellaneous Metal," of the Standard Specifications.

8

Unless specified as an option, using deck access openings in lieu of soffit access openings will not be allowed.

9

Access openings through soffits will be measured and paid for by the unit as access opening, soffit.  Openings to be paid for will be determined from actual count of the completed units in place.

10

The contract unit price paid for access opening, soffit shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing the soffit access opening, complete in place, including closing the soffit access opening and removing forms and miscellaneous concrete, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

