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Use with 19-010 for bridge and retaining wall structure excavation payment.

Paras 1 & 2, use when quantity of pervious backfill material is small; about 40 cubic meters or less.

Pervious backfill material placed within the limits of payment for bridges will be measured and paid for as structure backfill (bridge).

2

Pervious backfill material placed within the limits of payment for retaining walls will be measured and paid for as structure backfill (retaining wall).

3

If structure excavation or structure backfill for bridges is not otherwise designated by type and payment for the structure excavation or structure backfill has not otherwise been provided for in the Standard Specifications or these special provisions, the structure excavation or structure backfill will be measured and paid for as structure excavation (bridge) or structure backfill (bridge), respectively.

4*.  Use when structure excavation (Type D) or (Type DH) is shown on the plans for sometimes wet, or wet excavation, and NO seal course is shown anywhere on the project.  Edit type as required (e.g., D, DH).

Structure excavation designated as (Type __), for footings at the locations shown on the plans, will be measured and paid for as structure excavation (Type __).  Ground water or surface water is expected to be encountered at these locations, but seal course concrete is not shown or specified.  Structure excavation for footings at locations not designated on the plans as structure excavation (Type __), and where ground or surface water is encountered, will be measured and paid for as structure excavation (bridge).

5*.  Use when structure excavation (Type D) or (Type DH) is shown on the plans for sometimes wet, or wet excavation, and NO seal course is shown, but where seal course IS shown at other locations.  Edit type as required (e.g., D, DH).

Structure excavation designated as (Type __), for footings at the locations shown on the plans, will be measured and paid for as structure excavation (Type __).  Ground water or surface water is expected to be encountered at these locations, but seal course concrete is not shown or specified.  Structure excavation for footings at locations not designated on the plans as structure excavation (Type __), and where ground or surface water is encountered, except locations where seal course concrete is shown or specified, will be measured and paid for as structure excavation (bridge).

Paras 6 thru 8, use for soldier pile wall earthwork at steel soldier pile retaining walls.

6

Lean concrete backfill will be measured and paid for by the cubic meter as lean concrete backfill in the same manner specified for structure backfill in Section 19‑3.07, "Measurement," and Section 19‑3.08, "Payment," of the Standard Specifications.

7

Concrete backfill encasing steel soldier piles below the lagging will be measured and paid for by the cubic meter as concrete backfill of the types listed in the Engineer's Estimate in the same manner specified for structure backfill in Section 19‑3.07, "Measurement," and Section 19‑3.08, "Payment," of the Standard Specifications.

8

Full compensation for removing lean concrete backfill shall be considered as included in the contract price paid per cubic meter for structure excavation (soldier pile wall) and no additional compensation will be allowed therefor.

Paras 9 & 10, use for soldier pile wall earthwork.  Delete Para 10 if no filter fabric is shown on the plans.

9

Full compensation for working drawings and construction sequence, and temporary supports and shoring, if required, for soldier pile wall construction shall be considered as included in the contract price paid per cubic meter for structure excavation (soldier pile wall) and no additional compensation will be allowed therefor.

10

Full compensation for filter fabric shall be considered as included in the contract price paid per cubic meter for structure backfill (soldier pile wall) and no additional compensation will be allowed therefor.

