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Use when applicable.  Insert in Section 10‑1.  DO NOT USE in Section 10‑2.

10‑1.__  DUFF

This work shall consist of excavating, stockpiling, removing from stockpiles, spreading, and compacting duff in conformance with these special provisions.

2

Duff shall consist of a mixture of existing decomposed, chopped, broken or chipped plant material, leaves, grasses, weeds, and other plant material excavated from areas within the project limits.  Existing shrubs and other small plants shall be incorporated into the duff by discing, or by other methods which will break or chop the material into particles not greater than 150 mm in greatest dimension.

3

When duff is to be excavated to a specified depth, duff may consist of plant material and soil.  Rocks and plant material in excess of 150 mm in greatest dimension shall be removed from the excavated duff.

4

Trash and objectionable material shall be removed from duff excavation sites prior to duff excavation.  The trash and objectionable material shall be removed and disposed of outside the highway right of way in conformance with the provisions in Section 7‑l.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

5*.  Edit as required.  Areas of duff excavation shall be shown on the plans.

Duff shall be obtained by excavating the top __ mm of existing material from proposed excavation and embankment areas and other areas designated on the plans.  Duff shall be stockpiled along the top of proposed excavation slopes and along the toe of proposed embankment slopes.  When duff cannot be stockpiled outside the slope lines as specified herein, excavated duff material may be stockpiled at other locations when designated by the Engineer.

6*.  Edit as required.  Areas to receive duff excavation shall be shown on the plans.  Duff is typically applied less than 300 mm in depth.

Upon completion of the grading operations for the excavation and embankment slopes and other areas to receive duff, the duff shall be spread on the areas designated to receive duff.  Duff shall be placed to a uniform depth of not less than __ mm and shall be compacted or stabilized in a manner that retains the material in place on the slopes.  Duff shall not be compacted or stabilized to the degree that the duff is not maintained as a viable growing medium.

7

Duff shall be placed on designated excavation and embankment slopes prior to applying erosion control materials.  Erosion control materials shall be furnished and applied as specified in these special provisions.

Use Paras 8 & 9 when duff is to be paid for by the square meter.  Delete Paras 10 & 11.

8

Duff placed on the finished slopes will be measured by the square meter.  The areas of duff will be calculated on the basis of actual or computed slope measurements.

9

The contract price paid per square meter for duff shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in excavating, stockpiling, removing duff from stockpiles, spreading and compacting or stabilizing duff, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

Use Paras 10 & 11 when duff is to be paid for by the hectare.  Delete Paras 8 & 9.

10

Duff placed on the finished slopes will be measured by the hectare.  The areas of duff will be calculated on the basis of actual or computed slope measurements.

11

The contract price paid per hectare for duff shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in excavating, stockpiling, removing duff from stockpiles, spreading and compacting or stabilizing duff, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

