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Use when applicable.  Add to SSP 20-250.

1.  Use when pruning of existing plants is to be paid for as extra work.  Include funds in the Engineer's Estimate under Supplemental Work for pruning existing plants.  Delete Paras 2 thru 6 when Para 1 is used.

PRUNE EXISTING PLANTS

Existing plants, as determined by the Engineer, shall be pruned.  Pruning of the existing plants, except as otherwise provided in these special provisions, will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

Use Paras 2 thru 6 when there is a contract item for "Prune Existing Plants" and areas to be pruned are shown on the plans.

2

PRUNE EXISTING PLANTS

Existing plants shown on the plans to be pruned shall be pruned in conformance with the provisions in Section 20‑4.055, "Pruning," of the Standard Specifications.

3

Pruning shall include removal of deadwood, suckers, and broken or bruised branches 25 mm or larger in diameter.  Tree seal compounds shall not be used to cover pruning cuts.

4

Removed pruned materials shall be disposed of outside the highway right of way in conformance to the provisions in Section 7‑l.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  At the Contractor's option, prunings may be reduced to chips.  Chipped materials shall be spread within the highway right of way where designated by the Engineer.

5*.  Use when SSP 20-253 or SSP 20-256 is used.  Edit as required for the work involved.

Payment for pruning plants as specified under "Remove Existing Plants for Trenching" and "Transplant Existing Trees" shall be in conformance to the provisions in these special provisions and shall not be considered as included in the payment for prune existing plants as provided in this section, "Prune Existing Plants."

6

The contract lump sum price paid for prune existing plants, except as otherwise provided, shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in pruning existing plants, complete in place, including removing and disposing of pruned materials, or chipping and spreading of chipped materials, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

