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Use when applicable.  Add to SSP 20-350.

Jute Mesh

Jute mesh shall be installed at the locations shown on the plans, as specified in these special provisions and where designated by the Engineer.

2

Jute mesh shall be installed loosely on the slopes.  Longitudinal seams of the jute mesh shall be at right angles to the slope contour lines.  The installed mesh shall fit the soil surface contour and shall be held in place by 230 mm long, 3.05 mm (11-gage) (minimum) steel wire staples driven vertically into the soil at approximately 600‑mm spacing.  Jute mesh strips shall overlap the adjacent jute mesh a minimum of 150 mm.  Ends of strips shall be buried into the soil a minimum of 150 mm.

3

Jute mesh shall be new and shall be of a uniform, open, plain-weave mesh.  The mesh shall be made from unbleached single jute yarn.  The yarn shall be of loosely twisted construction and shall not vary in thickness by more than half its normal diameter.  Jute mesh shall be furnished in rolled strips and shall conform to the following provisions:

A.
Width - 1200 mm, with a tolerance of ± 25 mm.

B.
Warp ends - 78, minimum, per width.

C.
Weft ends - 44, minimum, per meter.

D.
Mass - 0.57 to 0.63‑kg/m.

Use Paras 4 & 5 only when jute mesh is paid for as a separate contract item.

4

Quantities of jute mesh will be measured by the square meter as determined from actual slope measurements of the areas covered by jute mesh.

5

The contract price paid per square meter for jute mesh shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in installing jute mesh, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

