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Use when applicable.  Add to SSP 20-600.

Consult your maintenance office for items covered in this SSP.

VALVE BOXES

Valve boxes shall conform to the provisions in Section 20‑2.24, "Valve Boxes," of the Standard Specifications, except as otherwise provided herein.

2.  Use when one kind of valve box material is required and edit accordingly.  Delete Para 2 if there are no specific material requirements for valve boxes.

Valve boxes shall be precast portland cement concrete, fiberglass or reinforced plastic.

3.  Use for concrete valve boxes and edit for type of cover.

Covers for concrete valve boxes shall be glass fiber reinforced plastic, plastic, concrete, cast iron or steel.  Cast iron and steel covers shall be hinged with brass hinge pins for valve boxes containing valves smaller than 50 mm.

4.  Use for plastic valve boxes and edit for type of cover.

Covers for plastic valve boxes shall be glass fiber reinforced plastic or plastic.

5.  Use when valve box identification is to be stenciled on covers.  Delete Paras 6, 7 & 8.

Valve boxes shall be identified on the top surface of the covers by stenciling with paint the appropriate abbreviations for the irrigation facilities contained in the valve boxes as shown on the plans.  Valve boxes that contain remote control valves shall be identified by the appropriate letters and numbers (controller and station numbers).  The letters and numbers shall be 50 mm in height.  The stenciling paint shall be a commercial quality, epoxy resin base paint of a color which contrasts with the valve box covers.

6.  Use when valve box identification is to be branded on glass fiber reinforced plastic or plastic valve box covers .  Delete Paras 5, 7 & 8.

Valve boxes shall be identified on the top surface of the covers by branding the appropriate abbreviations for the irrigation facilities contained in the valve boxes as shown on the plans.  Valve boxes that contain remote control valves shall be identified by the appropriate letters and numbers (controller and station numbers).  The letters and numbers shall be 50 mm in height.  

7.  Use when valve box identification is to be by labels attached to covers.  Delete Paras 5 & 6.

Valve boxes shall be identified on the top surface of the covers by labels containing the appropriate abbreviation for the irrigation facility contained in the valve box as shown on the plans.  Valve boxes that contain remote control valves shall be identified by the appropriate letters and numbers (controller and station numbers).  Labels for valve boxes shall conform to the provisions in Section 20‑5.03F, "Valves and Valve Boxes," of the Standard Specifications.

8.  Use when only one kind of label material is required and edit accordingly, otherwise delete.  Use with Para 7.

Label material shall be plate plastic or polyurethane.

