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Use when applicable.  Add to SSP 20-600 for reduced pressure on main supply lines.

Include a detail on the plans.

PRESSURE REDUCING VALVE

Pressure reducing valves shall consist of pressure reducing valves, pressure gages, valve boxes with wire mesh and gravel or crushed rock, fittings ,and pipe as shown on plans.

2

Pressure reducing valves shall be the spring diaphragm type, manufactured of bronze or cast iron construction, hydraulically operated and pilot controlled, and shall have flanged or threaded pipe connections.  Pressure reducing valves with threaded connections shall be installed with unions on the inlet side of the valves.  Pressure reducing valves shall not have internal filter screens.

3

Pressure gages for pressure reducing valves shall be hermetically sealed with neoprene and shall have watertight polycarbonate cases and covers with molded clear polycarbonate windows.  Gages shall be 50 mm in diameter, calibrated from 0 kPa to 1103 kPa, and have black aluminum pointers that contrast with gage faces and have brass stems.  Internal gage parts shall be brass and phosphor bronze.

4*.  Edit as required.

Pressure reducing valves shall have an adjustable discharge pressure range of ___ kPa to ___ kPa.

5.  Use when pipe supply lines are paid for as separate contract items.  Delete Paras 6 & 7 when Para 5 is used.

Full compensation for pressure reducing valves shall be considered as included in the contract price paid per meter for the various sizes of pipe supply line involved and no additional compensation will be allowed therefor.

Use Paras 6 & 7 when a contract item for Pressure Reducing Valve is included in the Engineer's Estimate.  Pressure reducing valves are not paid for in the Standard Specifications.  Delete Para 5 when Paras 6 & 7 are used.

6

The quantity of pressure reducing valves will be measured by the unit as determined from actual count in place.

7

The contract unit price paid for pressure reducing valve shall include full compensation for furnishing all labor, materials, tools, equipment and incidentals, and for doing all the work involved in installing pressure reducing valves, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

