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USE WITH 1999 STANDARDS.

Use with amended Section 39, "Hot Mix Asphalt."  Edit in plain language.

If including a contract item, use item code:

395000
Liquid Asphalt (Prime Coat).

10-1.__  PRIME COAT
GENERAL

Summary
This work includes applying liquid asphalt prime coat.  The Engineer designates areas receiving prime coat.

2

Comply with Section 93, "Liquid Asphalts," of the Standard Specifications.

MATERIALS

3

Liquid asphalt for prime coat must be Grade SC-70.

CONSTRUCTION

4

Apply at least 0.90 L of prime coat per square meter of designated area.  Do not apply more prime coat than can be absorbed completely by the aggregate base in 24 hours.

5

You may request in writing the Engineer's approval to modify prime coat application rates.

6

Before paving, prime coat must cure for 48 hours.

7

Close public traffic to areas receiving prime coat.  Do not track prime coat onto pavement surfaces beyond the job site.

MEASUREMENT AND PAYMENT

8

The Engineer determines prime coat quantities under the specifications for liquid asphalt in Section 93-1.04, "Measurement," of the Standard Specifications.

9

The contract price paid per tonne for liquid asphalt (prime coat) includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in prime coat complete in place as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

10

If there is no contract item for liquid asphalt (prime coat), full compensation for furnishing and applying the prime coat is included in the contract price paid per tonne for hot mix asphalt as designated in the Engineer's Estimate and no separate payment will be made therefor.

