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USE WITH 1999 STANDARDS.

Use with amended Section 39, "Hot Mix Asphalt."  Edit in plain language.

Use when existing asphalt concrete and a portion of the underlying base are to be replaced without damaging the base to remain in place.  Use this special provision for "digouts."

Plans must show limits of existing AC to be replaced and a typical section.

Use item code number:

390095
Replace Asphalt Concrete Surfacing

Do not create an item for Tack Coat for this work.

10-1.__  REPLACE ASPHALT CONCRETE SURFACING
GENERAL

Summary
This work includes removing existing asphalt concrete surfacing and underlying base and replacing with hot mix asphalt (HMA).  The Engineer determines the exact limits of replaced asphalt concrete surfacing.

MATERIALS

2*.  Add the type of HMA for Replace Asphalt Concrete Surfacing.

HMA Type __ and tack coat must comply with the specifications in Section 39-1.02, "Materials" of the Standard Specifications.

3*.  Fill in the asphalt binder grade.  See Design Information Bulletin 86.)

The grade of asphalt binder mixed with aggregate for HMA must be _____.

4*.  Fill in the aggregate grade.

The aggregate for HMA must comply with the __________ grading.

CONSTRUCTION

5

Pave replacement HMA under Section 39-3, "Method," of the Standard Specifications.

6.  Add SSP 12-010 with editing.

Replace asphalt concrete in a lane before the lane is specified to be opened to public traffic under "Maintaining Traffic" of these special provisions.

7

Before removing asphalt concrete, outline the replacement area and cut neat lines with a saw or grind to full depth of the existing asphalt concrete.  Do not damage asphalt concrete and base remaining in place.

8

Dispose of removed material under Section 7-1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

9

If base is excavated beyond the specified plane, replace it with HMA at your expense.

MEASUREMENT AND PAYMENT

10

The Engineer measures replace asphalt concrete surfacing based on the specified dimensions and any adjustments ordered.

11

The contract price paid per cubic meter for replace asphalt concrete surfacing includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in replacing asphalt concrete surfacing including tack coat, complete in place as shown on the plans, as specified in the Standard Specifications and the special provisions, and as directed by the Engineer.

12

You may request the Engineer's approval to leave rejected replacement HMA in place.  If the Engineer approves, you must accept a reduction in the payment for the rejected replacement HMA.

