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Use for Concrete Headlight Glare Screen on new or existing concrete barrier.

10‑1.__  CONCRETE HEADLIGHT GLARE SCREEN

This work shall consist of constructing concrete headlight glare screen supported on new or existing concrete barrier in conformance with the details shown on the plans and with the provisions for constructing Type 50 series concrete barrier in Section 83‑2.02D, "Concrete Barrier," of the Standard Specifications and these special provisions.

2.  Include when barrier markers are required.

Attention is directed to "Markers and Delineators" of these special provisions regarding the installation of barrier markers on the concrete headlight glare screen.

3

Drilling and bonding dowels in new and existing concrete barriers shall conform to the provisions for drilling and bonding dowels in existing structures in Section 83‑2.02D(1), "General," of the Standard Specifications.  Drilling and bonding dowels in new concrete barriers shall not be performed until at least 7 days after placement of the new concrete barrier.  The top of new concrete barrier shall receive a light abrasive blast cleaning prior to placing concrete glare screen.

4

Bar reinforcing steel dowels shall conform to the provisions in Section 52‑1.02A, "Bar Reinforcement," of the Standard Specifications.

5

Concrete headlight glare screens shall be constructed by either the "cast-in-place" with fixed forms method or the "extrusion or slip form" method or a combination thereof, at the Contractor's option.

6

Glare screens shall be constructed full height without horizontal construction joints in the completed work.  Glare screens shall be structurally monolithic and each surface shall be of uniform texture.

7

Concrete headlight glare screen will be measured by the meter.

8

The contract price paid per meter for concrete headlight glare screen shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing the concrete headlight glare screen, complete in place, including bar reinforcing steel, bar reinforcing steel dowels, and drilling and bonding dowels, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

