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Use in all electrical projects.

10‑3.__  BONDING AND GROUNDING

Bonding and grounding shall conform to the provisions in Section 86-2.10, "Bonding and Grounding," of the Standard Specifications and these special provisions.

2

Bonding jumpers in standards with handholes and traffic pull box lid covers shall be attached by a UL listed lug using 4.5‑mm diameter or larger brass or bronze bolts and shall run to the conduit or bonding wire in the adjacent pull box.  The grounding jumper shall be visible after the standard has been installed and the mortar pad and cap have been placed on the foundation.

3

Standards without handholes shall have bonding accomplished by jumpers attached to UL listed ground clamps on each anchor bolt.

4

For slip base standards or slip base inserts, bonding shall be accomplished by jumpers attached to UL listed ground clamps on each anchor bolt, or a UL listed lug attached to the bottom slip base plate with a 4.5‑mm diameter or larger brass or bronze bolt.

5.  Edit 1st sentence if grounding conductors are not desired in listed conduits.

Equipment bonding and grounding conductors are required in conduits, except when the conduits contain only combinations of loop lead‑in cable, fiber optic cable, or signal interconnect cable.  A No. 8 minimum, bare copper wire shall run continuously in circuits.  The bonding wire size shall be increased to match the circuit breaker size in conformance with the Code, or shall be as shown on the plans.  Conduits to be installed for future conductors, may omit the copper wire.

6

Bonding of metallic conduits in metal pull boxes shall be by means of bonding bushings and bonding jumpers connected to the bonding wire running in the conduit system.

