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Use if applicable.

Use with amended Section 39, "Hot Mix Asphalt."

10‑3.__  DETECTORS

1*.  Edit as necessary.

Loop detector sensor units              , magnetic detector amplifiers,       magnetic sensing elements and         asphaltic concrete sealant for inductive detector loop installation          will be State‑furnished in conformance with the provisions in "Materials" of these special provisions.

Paras 2 and 3:  Use applicable Paras and edit as required.  If all types are acceptable, delete Paras.

2*

Loop wire shall be Type 1    Type 2.

3*

Loop detector lead‑in cable shall be        Type B          Type C.

4*.  Edit for sealant type.  Delete if Type E loops are the only type allowed.

Slots shall be filled with elastomeric sealant      asphaltic emulsion sealant            hot-melt rubberized asphalt sealant.

Paras 5 and 6:  Use if circular loops are allowed.  Delete loop types not applicable.

5

At the Contractor's option, where a Type A or a Type B loop is designated on the plans, a Type E loop may be substituted.

6

For Type E detector loops, sides of the slot shall be vertical and the minimum radius of the slot entering and leaving the circular part of the loop shall be 40 mm.  Slot width shall be a maximum of 16 mm.  Loop wire for circular loops shall be Type 2.  Slots of circular loops shall be filled with elastomeric sealant or hot melt rubberized asphalt sealant.

7.  Use if deeper sawed slots are to be required and the pavement depth is adequate.

The depth of loop sealant above the top of the uppermost loop wire in the sawed slots shall be 50 mm, minimum.

8.  Use if asphaltic concrete sealant is required and is to be State-furnished.  Delete "asphaltic . . . installation" from Para 1 if asphaltic concrete sealant is NOT to be State-furnished.

Slots in hot mix asphalt pavement shall be filled with asphaltic concrete sealant as follows:

A.
After conductors are installed in the slots cut in the pavement, tack coat shall be applied to the vertical surfaces of slots in conformance with the provisions in Section 39, "Hot Mix Asphalt," of the Standard Specifications.

B.
Temperature of sealant material during installation shall be above 21°C.  Air temperature during installation shall be above 10°C.  Sealant placed in the slots shall be compacted by use of a 200 mm diameter by 3 mm thick steel hand roller or other tool approved by the Engineer.  Compacted sealant shall be flush with the pavement surface.  Minimum conductor coverage shall be 25 mm.  Excess sealant remaining after rolling shall not be reused.  On completion of rolling, traffic will be permitted to travel over the sealant.

9.  Use if epoxy slot sealant is optional on PCC pavement.

Slots in portland cement concrete shall be filled with elastomeric sealant or hot-melt rubberized asphalt sealant, or shall be filled with an epoxy sealant conforming to the provisions in Section 95‑2.09, "Epoxy Sealant for Inductive Loops," of the Standard Specifications.

