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Use when applicable.

Provide a payment clause for Model 500 Changeable Message Sign Systems under "Payment" at the end of the Section 10-3.

Para 1, 2 & 3, Insert 500 or 510 after Model.

1*

10‑3.__  MODEL _____ CHANGEABLE MESSAGE SIGN SYSTEM

Model _____ changeable message sign (CMS) systems consist of a Model _____ changeable message sign, a Model 170 controller assembly in a completely wired Type 1 or similar cabinet and the required wiring and auxiliary equipment required to control the CMS shown on the plans and in conformance with these special provisions.

2*

The Model _____ changeable message signs, wiring harness and Model 170 controller assembly including controller unit and completely wired cabinet, but without anchor bolts, will be State-furnished in conformance with the provisions in "Materials" of these special provisions.

3*

Model _____ changeable message sign system components will conform to the requirements in "Specifications for Changeable Message Sign System," issued by the State of California, Department of Transportation, and to the addendums thereto current at the time of project advertising.  Model 170 controller assemblies will conform to the requirements in "Traffic Signal Control Equipment Specifications," issued by the State of California, Department of Transportation, and to the addendums thereto current at the time of project advertising.

4.  Include sign structure quantities on the project plans.

Attention is directed to "Sign Structures" of these special provisions.

5

The sign assembly shall be installed on the sign structure.  The controller cabinet foundation shall be constructed as shown on the plans for Model 334 cabinets (including furnishing and installing anchor bolts), the controller cabinet shall be installed on the foundation, and the field wiring connections shall be made to the terminal blocks in the sign assembly and in the controller cabinet.

6

Field conductors No. 12 and smaller shall terminate with spade terminals.  Field conductors No. 10 and larger shall terminate in spade or ring terminals.

7

A listing of field conductor terminations, in each State-furnished changeable message sign and controller cabinet, will be furnished free of charge to the Contractor at the site of the work.

8

The location of the foundation for each controller cabinet will be determined by the Engineer.

9

State forces will maintain the sign assemblies.  The Contractor's responsibility shall be limited to conformance with the provisions in Section 6‑1.02, "State-Furnished Materials," of the Standard Specifications.

