FOUNDATION PLAN GUIDELINES 

The drawing should have the following:

1. A NORTH ARROW

2. LABEL ALL ALIGMENTS

3.  BEARING OF ALIGNMENT AND LINE NAME

4. ALIGNMENT WITH EVEN STATIONS AND 20 METER MINOR STATIONS

5. INTERSECTIONS OF TWO ALIGNMENT LINES, THE STATIONS SHOULD BE CALLED OUT

6. LABLE HIGHWAY NUMBER

7. CONTOURS DASHED UNDER BRIDGE

8. LABLE CONTOURS ON EDGE OF WORKSITE

9. PIPE SIZES CALLED OUT AND PIPE TYPE

10. TOPO LABLED.   BUILDING, MBGR, EXISTING BRIDGE, ELECTROLIERS, RIPRAP, PCC BARRIER, ETC.

11.  WIRE ELEVATIONS AT THE POLES AND AT THE SAG (HIGH WIRE AND LOW WIRE)

11. NOTE TYPE OF SURFACE (DIRT, AC, and PCC, OR PCC/AC.

12. UTILITES-MH, SEWER, TEL, PP, UDERGOUND GAS,WATER

13. SHOW FLOW DIRECTIONS, CREEKS RIVER, TIDE

14. DIRECTIONS TO CITIES OR INTERCHANGE, SHOW TRAFFIC ARROWS LEFT AND RIGHT

15. CALL OUT SIGNIFICANT TREE DIAMETERS

16. BRIDGE LOCATION AND DECK ELEVATIONS DATA AS A TABLE

17. OVERHEAD STUCTURES REQUIRE ELEVATIONS ON TOP OF THE RAILROAD TRACK AND CLEARANCE HEIGHT TO SOFFIT OF BRIDGE.

18. NAMES OF STREETS AND STUCTURES

19. NAMES OF STREAMS AND RIVERS AND POUNDS AND SHOW DIRECTION OF FLOW

20. WATER SURFACE ELEVATION WITH DATE AND TIME

21. SURVEY CONTROL NAME OF POINT DESCRIPTION, STATION AND OFFSET LOCATION, COORDINATES AND ELEVATION.

22. VERTICAL DATUM

23. HORZ. DATUM

LEVELS AND COLORS USED FOR DRAWING FOUNDATION PLAN DESIGN FILE

1 ALIGNEMENT WITH STATIONING

10 BORDER

14 TEXT

36 MINOR CONTOURS

37 MAJOR CONTOURS

52 EXISTING BRIDGE DATA (CONSTRUCTION CLASS)

53 EXISTING STUCTURE
LINE STYLE IS “DOT DOT DASH”

54 UTILIY DATA

(CONSTRUCTION CLASS)

55 TOPO ELEMENTS

56 SURVEYED TOPO DATA      (CONSTRUCTION CLASS)

57 ORIGINAL GROUND DATA  (CONSTUCTION CLASS)

58 SURVEY CONTROL DATA   (CONSTRUCTION CLASS)  SKETCH OF CONTROL USED 

HYDRO DATA                         (CONSTRUCTION

