06414B_D07-14-06
Page 6 of 8

 XE "06414B_D07-14-06" 
Page 1 of 8
1.  Change section numbering when used in conjunction with Standard Specifications.

6.__  CABINETS

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work shall consist of furnishing and installing a swinging gate, wood cabinets and plastic laminate tops, splashes and returns as shown on the plans and in these special provisions.

5

SUBMITTALS

6

Product Data:  Manufacturer's product data for plastic laminates and cabinet hardware shall be submitted for approval.

7

Samples:  Three samples shall be submitted for each of the items shown below:

8


Lumber with or for transparent finish: 6" x ¾"x 18", finished on one side and one edge.

9


Wood veneer faced panel products, with or for transparent finish, finished, 8" x 10".

10


Plastic laminate, 8" x 10" for each type, color, pattern and surface finish.

11.  Use with General Conditions.  Delete Para. 12.

Shop Drawings:  Shop drawings for cabinets showing location of cabinets, dimensioned plans and elevations, attachment devices and other components shall be submitted for approval.  Shop drawings shall bear the "WIC Certified Compliance Label," on the first sheet of the drawings.

12.  Use with Standard Specifications.  Delete Para. 11.

Working Drawings:  Working drawings for cabinets showing location of cabinets, dimensioned plans and elevations, attachment devices and other components shall be submitted for approval.  Working drawings shall bear the "WIC Certified Compliance Label" on the first sheet of the drawings.

13

QUALITY ASSURANCE

14

Codes and Standards:  Cabinets and swinging gate shall be manufactured and installed in accordance with the Manual of Millwork of the Woodwork Institute of California (WIC) requirements for the grade or grades specified or shown on the plans.

15

Certificates of Compliance:

16

Prior to delivery to the jobsite, the cabinet manufacturer shall issue a WIC Certified Compliance Certificate indicating that the products he will furnish for this job and certifying that they will fully meet all the requirements of the grade or grades specified.

17

WIC Certified Compliance Label shall be stamped on all cabinet work and swinging gate.

18

Each plastic laminate top shall bear the WIC Certified Compliance Label.

19

Prior to completion of the contract, a WIC Certified Compliance Certificate for Installation shall be delivered to the Engineer.

20

DELIVERY, STORAGE AND HANDLING

21

Protection:  Cabinets shall be protected during transit, delivery, storage and handling to prevent damage, soiling and deterioration.

22

PART 2 - PRODUCTS

23

ACCEPTABLE MANUFACTURERS

24

Manufacturers:  Subject to compliance with these specifications, high pressure decorative laminates shall be Consoweld Corp.; Formica Corp.; Nevamar Corp.; or equal.

25

MANUFACTURED UNITS

26

Cabinets shall be fabricated to the dimensions, profiles, and details shown on the plans with openings and mortises precut, where possible to receive hardware and other items and work.

27

Fabrication, assembly, finishing, hardware application, and other work shall be completed to the maximum extent possible prior to shipment to the jobsite.

28

Wood Cabinets for Transparent Finish:  Wood cabinets for transparent finish shall be custom grade, exposed face frame construction.  Unless otherwise shown on the plans, exposed surfaces shall be natural birch.  Wood for semi‑exposed surfaces shall match the wood for exposed surfaces.

29

Wood Cabinets for Opaque Finish:  Wood cabinets for opaque finish shall be custom grade, exposed face frame construction.  Exposed and semi‑exposed surfaces shall be any close grained hardwood.

30

Laminate Clad Cabinets:

31

Laminate clad cabinets shall be custom grade, flush overlay construction.

32

Laminate cladding shall be high pressure decorative laminate complying with NEMA LD 3.  Color, pattern and finish shall be as shown on the plans.  Laminate surface and grade shall be as follows:

33

Horizontal and vertical surfaces other than tops shall conform to GP‑50 (50‑mil nominal thickness).

34

Postformed surfaces shall conform to PF‑42 (42‑mil nominal thickness).

35

Laminated Counter Tops and Splashes:

36

Laminated counter tops and splashes shall be WIC custom grade.

37

Surface material shall be high pressure laminated plastic conforming to NEMA LD‑3, 50‑mil thickness.

38

Unless otherwise shown on the plans, splashes shall be 4 inches high from the surface of the deck.  Back splashes shall be continuous formed and coved.  Side splashes shall be top set.

39

Laminated counter tops self edged, counter tops to receive sinks or plumbing fixtures shall have a bullnose.

40

The underside of tops and backsides of splashes shall be covered with an approved backing sheet.

41

Swinging gate:  Swinging gate shall conform to the requirements for WIC “Custom” grade, solid core wood door.  Faces shall be paint grade hardwood veneer.

42

CABINET HARDWARE AND ACCESSORY MATERIALS

43

Cabinet hardware and accessory materials shall be provided for cabinets.

*44

Hardware shall be provided with standard US ______ metal plated finish or __________________ sprayed finish where indicated.

45

Drawer Slides:  Drawer slides shall be side mounting full extension with fully enclosed rolling balls and rollers.  Concealed slides and bearings, and positive stop.  Capacity shall be not less than 75 pounds, except capacity shall be not less than 100 pounds for heavy duty drawers.

46

Door Guides:  Sliding door guides shall be continuous, dual channel, metal guides, top and bottom.  Bottom guide shall have crowned track.

47

Shelf Supports:  Shelf supports shall be adjustable, semi-recessed, chrome finished pressed metal, heavy duty standards and support clip, with one inch adjustment increments.

48

Cabinet Hinges:

49

Cabinet hinges shall be steel.  Length of jamb leaf shall be 2½ inches.  The type of hinge shall be as shown on the plans.

50

Cabinet hinge manufacturers shall be Stanley, Hager, McKinney, or equal.

51

Cabinet Catches:

52

Cabinet catches shall be self aligning magnetic type in aluminum case with zinc plated steel strike.

53

Cabinet catch manufacturers shall be Stanley, Hager, McKinney, or equal.

54

Cabinet Pulls:

55

Cabinet pulls shall be 5/16‑inch diameter rod, with 1 5/16‑inch projection and 3‑inch center to center fastening.

56

Cabinet pull manufacturers shall be Stanley, Hager, McKinney, or equal.

57

Cabinet Knobs:

58

Cabinet knobs shall be cast brass with plated finish, shall be one‑inch diameter with ¾‑inch projection.

59

Cabinet knobs manufacturers shall be Stanley, Hager, McKinney, or equal.

60

Swinging Gate Hardware:

61

Swinging gate hardware shall consist of spring pivot, bolt type latch, and wall bumper.

62

Spring pivot shall be mortise ball bearing pivot with adjustable spring tension and flat jamb gate brackets.

63

Wall bumper shall be not less than 2½ inches in diameter with a one‑inch projection.

64

FABRICATION

65

Shop Assembly:

66

Nails shall be countersunk and the holes filled, molds shall be neatly mitered and all joints shall be tight and true.

67

As far as practicable, work shall be assembled at the mill and delivered to the building ready to be set in place.  Parts shall be smoothly dressed and interior work shall be belt sanded at the mill and hand sanded at the building.  After assembly, work shall be cleaned and made ready for the specified finish.

68

Veneer sequence matching shall be maintained of cabinets with transparent finish.

69

All work shall be prepared to receive finish hardware.  Finish hardware shall be accurately fitted and securely fastened as recommended by the manufacturer.  Finish hardware shall not be fastened with adhesives.

70

Drawers shall be fitted with dust covers of ¼‑inch plywood or hardboard above compartments and drawers except where located directly under tops.

71

Precut Openings:  Openings for hardware, appliances, plumbing fixtures, and similar items shall be precut where possible.  Openings shall be accurately located and templates used for proper size and shape.  Edges of cutouts shall be smoothed and edges sealed with a water‑resistant coating.

72

PART 3 - EXECUTION

73

INSTALLATION

74

Cabinets:  Cabinets shall be installed without distortion so that doors and drawers fit openings properly and are accurately aligned.  Hardware shall be adjusted to center doors and drawers in openings and to provide unencumbered operation.  Installation of hardware and accessory items shall be completed as indicated on the approved drawings.

75

Laminate Tops:  Laminate tops shall be securely fastened to base units and other support systems as indicated on the approved drawings.

76

Cabinet Hardware:

Paras. 77 and 78:  Edit for drawer pull or knob.

*77

Doors for cabinets shall be equipped with one pair of hinges and one catch per leaf, unless otherwise shown on the plans.  Each door leaf shall be equipped with one        pull           knob          .

*78

Drawers up to 24 inches wide shall have one      pull      knob        and drawers over 24 inches wide shall have two          pulls          knobs       .

