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1.  Change section numbering when used in conjunction with Standard Specifications.

7.__  SEALANTS AND CAULKING

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work shall consist of furnishing and applying sealants and caulking which are required for this project, but not specified elsewhere, in accordance with the details shown on the plans and these special provisions.

5.  Use with General Conditions.  Delete Para. 6.

Related Work:  Pourable polyurethane joint sealant shall conform to the requirements under “Joint Sealant” elsewhere in this Division 7.

6.  Use with Standard Specifications.  Delete Para. 5.

Related Work:  Pourable polyurethane joint sealant shall conform to the requirements under “Joint Sealant” elsewhere in this Section 12‑7.

7

QUALITY ASSURANCE

8.  Use with General Conditions.  Delete Para. 9.

Certificates of Compliance:  Certificates of compliance shall be furnished for the sealants and caulking in accordance with the requirements specified in Section 4‑1.04, "Certificates of Compliance," of the General Conditions.

9.  Use with Standard Specifications.  Delete Para.‑8.

Certificates of Compliance:  Certificates of compliance shall be furnished for the sealants and caulking in accordance with the requirements specified in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.

10

SUBMITTALS

11

Product Data:  Manufacturer’s descriptive data and installation instructions for all sealants shall be submitted for approval.

12

Samples:  Color samples of all sealants shall be submitted for approval.  Unless otherwise shown on the plans, colors will be selected by the Engineer from the manufacturer’s standard colors.

13

PART 2 - PRODUCTS

14

MATERIALS

15

All sealants, primers and accessories shall be non‑staining to adjacent exposed surfaces.  Products having similar applications and usage shall be of the same type and same manufacturer.  Gun consistency compound shall be used unless otherwise required by the job conditions.

16

Acrylic Sealant:  Acrylic sealant shall be one compound, solvent release acrylic sealant.

17

Butyl Sealant:  Butyl sealant shall be one component, skinning type.

18

Silicone Sealant:  Silicone sealant shall be one component, low modulus building sealant.  Sealant shall be tack‑free in one hour, shall not sag or flow, shall be ozone resistant and capable of 100 percent extension without failure.

19

Joint Sealant:  Joint sealant shall be a two‑part, non sag polysulfide base, synthetic rubber sealant formulated from liquid polysulfide polymer.  

20

Backer Rod:  Backer rod shall be round, open or closed cell polyurethane.  Backer rod shall be sized such that it must be compressed between 25 percent and 75 percent of its uncompressed diameter during installation in the joint.

21

Neoprene:  Neoprene shall conform to the requirements of ASTM Designation: C 542.

22

PART 3 - EXECUTION

23

APPLICATION

24

Unless otherwise shown on the plans, sealants shall be applied in accordance with the manufacturer’s instructions.

25

Silicone sealants shall not be used in locations where painting is required.

26

Butyl sealants shall not be used in exterior applications, and acrylic sealants shall not be used in interior applications.

27

Sealants shall be applied in a continuous operation for the full length of the joint.  Immediately following the application of the sealant, the sealant shall be tooled smooth using a tool similar to that used to produce concave masonry joints.  Following tooling, the sealant shall remain undisturbed for not less than 48 hours.

