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1.  Change section numbering when used in conjunction with Standard Specifications.

9.__  TEXTURED WATERPROOF COATING

2

PART 1 – GENERAL
3

Scope:  This work shall consist of applying textured waterproof coating in accordance with the details shown on the plans and these special provisions.

4

A referee sample of the textured waterproof coating will be available for examination by prospective bidders at the Transportation Architecture Section, Third Floor, 1801 30th Street, Sacramento, California.  The referee sample exhibits the required color and texture of the textured waterproof coating.

5

SUBMITTALS

6

Manufacturer's descriptive data, color and texture samples, and application instructions shall be submitted for approval.  Samples may be on one inch thick rigid foam board rather than plaster, provided the texture and color of the coating sample is a true representation of the coating to be applied.  The size of samples shall be at least 9" x 9".

7

PART 2 - PRODUCTS

8

Premixed Textured Waterproof Coating:  Premixed textured waterproof coating shall be cement-base, premixed, packaged, integral colored, spray-applied textured waterproof coating; Standard Dry Wall Products, Thoroseal and Acryl 60; Finestone, Pebbletex and compatible sealer; or equal.

9

Sand:  Sand shall be packaged, No. 30, dry, silica sand.

10

PART 3 - EXECUTION

11

Textured waterproof coating shall not be applied to cement plaster until the cement plaster has cured for at least 21 days.

12

Surfaces to receive textured waterproof coating shall be prepared, and the textured waterproof coating shall be mixed and applied in accordance with the manufacturer's recommendations. Surfaces to receive textured waterproof coating shall be clean, dry and free of efflorescence or any other contaminants which would affect the bonding of the coating.

13

Surfaces not to receive textured waterproof coating shall be protected during application of the coating.  Coating deposited on protected surfaces shall be removed and any finish damaged by the coating shall be restored at the Contractor's expense.

14

Textured waterproof coating shall not be applied when the ambient temperature is below 40°F.

15

The first application shall be troweled onto the surface or a scrub coat and mist spray coat shall be applied as recommended by the manufacturer.  The troweled first application shall be at a rate of not less than 6 pounds per square yard, or as required to level and sponge float the surface.  The surface immediately ahead of the application shall be wetted to a damp condition. The scrub coat and mist spray coat applied to the cement plaster surface shall eliminate all reading of the substrate backing and nonuniform color.

16

The second application shall be a medium spray dash finished texture matching the approved sample.

17

If manufacturer's recommendations do not include an acrylic polymer additive to the premixed textured coating, a sealer recommended by the coating manufacturer shall be applied to the textured surfaces uniformly with no misses.  All efflorescence on the textured coating shall be removed before applying the sealer.

18

Coated surfaces shall be protected from rain and freezing temperatures until the coating is hard and dry to the touch.

