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1.  Change section numbering when used in conjunction with Standard Specifications.

9.__  GYPSUM WALLBOARD

2

PART 1 – GENERAL
3

Scope:  This work shall consist of furnishing, installing and finishing gypsum wallboard in accordance with the details shown on the plans and these special provisions.

4

Where assembly fire ratings are indicated on the plans, construction shall provide the fire resistance in accordance with the applicable standards in the Fire Resistance Design Manual published by the Gypsum Association.

5

Wallboard backing for use in restroom and shower areas shall be water‑resistant gypsum backing board.

6

PART 2 - PRODUCTS

7

Gypsum Wallboard:  Gypsum wallboard shall conform to ASTM Designation:  C 36/C 36M.

8

Gypsum Backing Board:  Gypsum backing board shall conform to ASTM Designation:  C 442/C 442M.

9

Water‑resistant Gypsum Backing Board:  Water‑resistant gypsum backing board shall conform to ASTM Designation:  C 630/C C 630M.

10

Gypsum Sheathing Board:  Gypsum sheathing board shall conform to ASTM Designation:  C 79/C 79M.

11

Exterior Gypsum Soffit Board:  Exterior gypsum soffit board shall conform to ASTM Designation:  C 931/C 931M.

12

Joint Tape and Joint and Finishing Compound:  Joint tape and joint and finishing compound shall conform to ASTM Designation:  C 475.

13

Corner Beads, Metal Trim and Control Joints:  Corner beads, metal trim and control joints shall be galvanized steel of standard manufacture.

14

Resilient Metal Channel:  Resilient metal channel shall be galvanized sheet steel channels of standard manufacture for reducing sound transmission in wood frame partitions.

15

Fasteners:  Fasteners shall be gypsum wallboard nails conforming to ASTM Designation:  C 514 or steel drill screws conforming to ASTM Designation:  C 1002.

16

PART 3 - EXECUTION

17

DELIVERY AND STORAGE

18

Materials shall be delivered in original packages, containers or bundles bearing brand name, applicable standard of manufacture, and name of manufacturer or supplier and shall be kept dry and fully protected from weather and direct sunlight exposure.  Gypsum wallboard shall be stacked flat with adequate support to prevent sagging or damage to edges, ends and surfaces.

19

INSTALLATION

20

Wallboard panels to be installed on ceilings and soffits shall be installed with the long dimension of the panels perpendicular to the framing members.  Wallboard panels to be installed on walls may be installed with the long dimension of the panels either parallel or perpendicular to the framing members.  The direction of placing the panels shall be the same on any one wall or partition assembly.

21

Edges of wallboard panels shall be butted loosely together.  All cut edges and ends shall be smoothed as needed for neat fitting joints.

22

All edges and ends of gypsum wallboard panels shall coincide with the framing members, except those edges and ends which are perpendicular to the framing members.  End joints on ceiling and on the opposite sides of a partition assembly shall be staggered.

23

Except where closer spacings are shown on the plans, the spacing of fasteners shall not exceed the following:

24

	Nails
	7 inches

	Screws
	12 inches

	Screws at perimeter of panels for fire resistive assemblies having metal framing
	8 inches


25

Type S steel drill screws shall be used to fasten wallboard to metal framing.  Nails or Type W steel drill screws shall be used to fasten wallboard to wood framing.  Except as shown on the plans, screws shall not be used in fire resistive assemblies.

26

Adhesives shall not be used for securing wallboard to framing.

27

Gypsum wallboard panels shown on the plans for shear wall sheathing or for fire resistive assemblies shall be fastened to all framing members.  Gypsum wallboard panels at other locations and gypsum wallboard finish over plywood sheathed shear walls shall be fastened to all framing members except at the following locations:

28


At internal angles formed by ceiling and walls; ceiling panels shall be installed first with the fasteners terminating at a row 7 inches from the walls, except for walls parallel to ceiling framing.  Wall panels shall butt the ceiling panels. The top row of wall panel fasteners shall terminate 8 inches from the ceiling.

29


At internal vertical angles formed by the walls; fasteners shall not be installed along the edge or end of the panel that is installed first.  Fasteners shall be installed only along the edge or end of the panel that butts and overlaps the panel installed first.

30

Fasteners shall be located at least 3/8 inch from wallboard panel edges and ends.  Nails shall penetrate into wood framing at least 1 1/8 inches.  Screws shall penetrate into wood framing at least 5/8 inch.  All metal fasteners shall be driven slightly below surface level without breaking the paper or fracturing the core.

31

Metal trim shall be installed at all free edges of panels, at locations where wallboard panels abut dissimilar materials and at locations shown on the plans.  Corner beads shall be installed at external corners.  Control joints shall be installed at the locations shown on the plans.

32

Joints between face panels, the internal angles formed by ceiling and walls and the internal vertical angles formed by walls shall be filled and finished with joint tape and at least 3 coats of joint compound.  Tape in the corners shall be folded to conform to the angle of the corner.  Tape at joints and corners shall be embedded in joint compound.

33

Dimples at nail and screw heads, dents, and voids or surface irregularities shall be patched with joint compound.  Each patch shall consist of at least 3 coats and each coat shall be applied in a different direction.

34

Flanges of corner beads, control joints and trim shall be finished with a least 3 coats of joint compound.

35

Each coat of joint compound shall be feathered out onto the panel surface and shall be dry and lightly sanded before applying the next coat.  The finished surfaces of joint compound at the panel joints, internal angles, patches and at the flanges of trim, corner beads and control joints shall be flat and true to the plane of the surrounding surfaces and shall be lightly sanded.

36

Good lighting of the work area shall be provided during the final application and sanding of the joint compound.

37

Gypsum wallboard used as backing boards for tile or rigid sheet wall covering or wainscotting shall be water resistant.  Joints in backing board shall not be taped or filled and dimples at the fastener heads shall not be patched.  Edges of cuts and holes in backing board shall be sealed with a primer or sealer that is compatible with the wall covering or wainscotting adhesive to be used.

38

Surfaces of wallboard to be textured shall receive an orange peel texture, unless otherwise shown on the plans.

