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Use this SSP for louver installations in existing overhead doors.

1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  LOUVERS

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work consists of furnishing and installing louvers in existing overhead doors in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS

6

Product Data:  Manufacturer's descriptive data and installation instructions shall be submitted for approval.

7

PART 2 - PRODUCTS

8

Louvers:  Louvers shall be 2‑inch deep Z‑shaped blades, formed from galvanized sheet steel not less than 0.028 inch thick (24‑gage), set in a continuous channel frame, and with a ¼‑inch mesh bird-screen in a removable frame on inside.

9.  To be used in all projects using declassification fans.  Delete Para. 8.

Adjustable Louvers:

10

Adjustable louvers shall be factory fabricated units of extruded aluminum alloy not less than 0.081 inch thick or galvanized steel not less than 0.040 inch thick (20‑gage) with standard "Z" type blades set in a continuous channel frame, with a ¼‑inch mesh galvanized bird‑screen in a removable frame on the inside.

11

Blades shall have center pivot on 3/8‑inch aluminum rods in stainless steel ball bearings in cadmium plated races.

12

Adjustable louvers shall be equipped with hand‑hold fixed to the operating bar for easy adjustment with wingnut spring tension to lock louvers in desired position.

13

FABRICATION

14

Shop Finish:  Louvers shall receive the manufacturer’s standard prime coat.

15

PART 3 - EXECUTION

16

INSTALLATION

17

Louvers shall be installed in the existing overhead doors at the locations shown on the plans.

18

The louver design, materials and construction shall be compatible with the existing overhead doors.

19

The installation of the louvers shall be in accordance with the manufacturer's instructions and shall not damage the finish or affect the operation of the doors.  The completed louver installation shall be weather tight.

20

PAINTING

21

Final Finish:

Paras. 22 and 23:  Use with General Conditions.  Delete Paras. 24 and 25.

22

Painting of the louvers shall be in accordance with the requirements specified under "Painting" in Division 9, "Finishes," of these special provisions.

23

Color of final finish shall match that of the existing overhead door.

Paras. 24 and 25:  Use with Standard Specifications.  Delete Paras. 22 and 23.

24

Painting of the louvers shall be in accordance with the requirements specified under "Painting" in Section 12‑9, "Finishes," of these special provisions.

25

Color of final finish shall match that of the existing overhead door.

