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1.  Change section numbering when used in conjunction with Standard Specifications.

2.__  RV SANITARY STATION

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing a RV sanitary station in accordance with the details shown on the plans and these special provisions.

5.  Use with General Conditions.  Delete Para. 6.

Concrete and reinforcement shall conform to the requirements for minor work specified under "Cast-In-Place Concrete" in  Division 3, "Concrete and Reinforcement," of these special provisions.

6.  Use with Standard Specifications.  Delete Para. 5.

Concrete and reinforcement shall conform to the requirements for minor work specified under "Cast-In-Place Concrete" in Section 12‑3, "Concrete and Reinforcement," of these special provisions.

7

SUBMITTALS.‑-

8

Product data.‑-Manufacturer's descriptive data and catalog cuts for the water tower and accessories shall be submitted for approval.

9

PART 2.- PRODUCTS

10

Water tower.‑-

11


Water tower shall be standard commercially manufactured product designed for normal use at RV dump stations.  Tower shall have 4.5 meter reach at full extension, 250 mm cast steel base; 13 mm diameter anchor bolts; 13 mm supply bushing at base of vertical, center pivoting stand pipe, heavy return spring at pivot, pressure vacuum breaker at top of tower and flexible 10 mm rubber hose with self-closing, rough brass radiator bib.

12

Sewer pipe and fittings.--

13

Sewer pipe and fittings shall be polyvinyl chloride (PVC) gravity sewer plastic pipe and fittings conforming to ASTM Designation:  D 3034, Standard Dimension Ratio (SDR) 35, with integral bell and bell and spigot rubber gasketed joints or conforming to ASTM Designation: D2665 with solvent welded fittings.  Rubber gaskets shall conform to ASTM Designation:  F 477.  Stainless steel clamps with rubber boots shall not be used.

14

Vent pipe and fittings.--

15

Vent pipe underground shall be plain end schedule 40 polyvinyl chloride (PVC) pipe with solvent welded fittings ASTM Designation:  D 2241, Type I, Grade 1, Standard Dimension Ratio (SDR) 21, rated for 1380 kPa.

16

Vent pipe risers above ground and below ground shall be Schedule 40 galvanized steel pipe conforming to ASTM Designation:  A 53, with 1040 kPa galvanized malleable iron banded screwed fittings and galvanized steel couplings.  The weight of the zinc coating shall be not less than 90 percent of that specified in ASTM Designation:  A 53.

17

Signs.‑-

18


Signs shall be galvanized sheet steel not less than 1.6 mm thick (16‑gage) with baked enamel finish and galvanized steel mounting plate and fastening hardware.  Sign colors and messages shall be as shown on the plans.

19

PART 3.- EXECUTION

20

INSTALLATION.‑-

21.  Use with General Conditions.  Delete Para. 22.  Edit for sanitary or septic system.)

Sewer and vent piping.‑-The sewer and vent piping shall be installed in accordance with the applicable requirements specified under "___________ Sewage Disposal System," in this Division 2 of these special provisions.

22.  Use with Standard Specifications.  Delete Para. 21.  Edit for sanitary or septic system.

Sewer and vent piping.‑-The sewer and vent piping shall be installed in accordance with the applicable requirements specified under "____________ Sewage Disposal System," in this Section 12‑2 of these special provisions.

23

Signs.‑-Signs for use at the RV sanitary station shall be installed in accordance with the details shown on the plans.  If not shown, signs shall be installed on a fence post, guard post or canopy column within 1.5 m of water tower.

24

If there is no post or column within 1.5 m, a 2450 mm x 50 mm dia. galvanized pipe or post shall be installed within 1.5 m of the water tower for signs.  Post shall be set in a concrete collar and extend 1830 mm above grade.

