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1.  Change section numbering when used in conjunction with Standard Specifications.

2.__  ACCESSIBLE PARKING AND AUTHORIZATION SIGNS

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing accessible parking and authorization signs in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS.‑-

6

Product data.‑-Manufacturer's descriptive data and sign fastening details shall be submitted for approval.

7

PART 2.- PRODUCTS

8

Accessible parking stall identification sign.‑-

9


Accessible parking stall identification sign shall be a metal sign with baked enamel finish and the international symbol of accessibility.  Sign background shall be blue and shall conform to Federal Standard 595B, Color No. 15090.  Symbol, lettering and border shall be white and shall conform to Federal Standard 595B, Color No. 17886.

10

Van accessible sign.‑-

11


Van accessible sign shall be a metal sign with baked enamel finish and the international symbol of accessibility.  Sign background shall be blue and shall conform to Federal Standard 595B, Color No. 15090.  Lettering and border shall be white and shall conform to Federal Standard 595B, Color No. 17886.

12

Unauthorized vehicles parking sign.‑-

13


Unauthorized vehicles parking sign shall be a metal sign with baked enamel finish.  Sign background shall be blue and shall conform to Federal Standard 595B, Color No. 15090.  Lettering and border shall be white and shall conform to Federal Standard 595B, Color No. 17886.  Lettering shall be not less than 25 mm in height and shall read as shown on the plans.

14

Support post.‑-

15


Support post shall be commercial quality, standard weight, galvanized steel pipe.  Pipe diameter shall be 35 mm.

16

Fastening hardware.‑-

17


Fastening hardware shall be galvanized or cadmium plated.

18

Concrete.‑-

19


Concrete for support posts shall be commercial quality concrete, proportioned to provide a workable mix suitable for the intended use, with not less than 300 kilograms of cement per cubic meter.

20

PART 3.- EXECUTION

21

Installation.‑-Support posts shall be placed in holes excavated to the depth and cross-section shown on the plans.  Posts shall be set vertical and shall be firmly embedded in concrete backfill.  The top of the concrete backfill around the post shall be crowned to drain water.

22

Support posts shall be fitted with a rainproof top.

23

Sign shall be fastened rigidly and securely to the support post.

24
The Engineer will provide the Contractor with the necessary information for the disabled authorization sign.
