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1.  Change section numbering when used in conjunction with Standard Specifications.

9.__  FIBERGLASS REINFORCED PLASTIC PANELS

2

GENERAL.‑-This work shall consist of furnishing and installing fiberglass reinforced plastic (FRP) panels and trim molding in accordance with details shown on the plans and these special provisions.

3

SUBMITTALS.‑-Manufacturer's descriptive data, installation instructions, and finish options shall be submitted for approval.

4

Product descriptive data shall show the manufacturer's name and shall indicate conformance to these special provisions.

5

Installation instructions shall show the FRP panel manufacturer's recommended method of installation.

6.  Edit for color shown on plans or selected by the Engineer.

Finish options shall show the manufacturer's standard color palette for FRP panels and trim molding.  Color         shall be as shown on the plans.        shall be selected from the manufacturer's standard color palette by the Engineer after the award of the contract.

7

PRODUCTS.‑-

8

FRP panel.‑-

9


FRP panel shall be Class I flame‑spread, minimum nominal thickness of 2 mm; Marlite, Class A/I FRP; Kemlite, Fire‑X Glasbord; or equal.

10

Trim molding.‑-

11


Trim molding shall be manufacturer's standard vinyl molding with nailing flanges and a 9 mm deep channel of sufficient width to receive panels and sealant.

12

Adhesive and sealant.‑-

13


Adhesive and sealant shall be as recommended by the FRP panel manufacturer.

14

EXECUTION.‑-

15

INSTALLATION.‑-The FRP panels and trim molding shall be installed in accordance with the manufacturer's installation instructions.

16

Trim molding shall be nailed through the flange into solid wood backing.  All nails shall be concealed by FRP panels in the completed installation.  Trim shall be one continuous piece along each wall unless the wall length exceeds the manufacturer's standard trim length.  If more than one piece is used on one wall, the pieces shall be approximately equal length, with no piece less than 1 m in length.  All FRP panel edges shall be covered by a trim molding.

17

Panels shall be one continuous piece along each wall unless the wall length exceeds the manufacturer's standard panel length.  If more than one panel piece is used on one wall, the pieces shall be approximately equal length, with no piece less than one meter in length.

18

CLEAN-UP.‑-Adjacent surfaces shall be protected from adhesive or sealant.  Excess adhesive and sealant shall be removed as the installation progresses using a solvent or cleaning agent recommended by the FRP panel manufacturer.

