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1.  Change section numbering when used in conjunction with Standard Specifications.

9.__  PREFINISHED VINYL COVERED WALLBOARD

2

GENERAL.‑-This work shall consist of furnishing and installing prefinished vinyl covered wallboard in accordance with the details shown on the plans and these special provisions.

3

SUBMITTALS.‑-Manufacturer's descriptive data, installation instructions and two samples of the vinyl covering shall be submitted for approval.  Samples shall be of the color and texture shown on the plans and shall not be less than 155 mm x 155 mm in size.

4

PRODUCTS.‑-

5

Wallboard.‑-

6


Wallboard shall be prebowed, 10 mm thick gypsum wallboard conforming to ASTM Designation:  C 36 with a factory applied, color fast, scrabble, washable, stain resistant vinyl covering conforming to Federal Specification:  CCC‑W‑408A, Type II.  The vinyl covering shall have a maximum flame spread rating of 25 and a total weight of not less than 590 g/m of material that is 1.4 m wide.

7

Adhesives.‑-

8


Adhesives shall be as recommended by the wallboard manufacturer.  Adhesives shall not cause delamination, deterioration or discoloration of the vinyl surfacing.

9

Fasteners.‑-

10


Fasteners shall be non-visible, concealed edge, positive alignment mechanical attachment clips, gypsum wallboard screws and color matched stainless steel screws.

11

Trim and moulding.‑-

12


Trim and moulding shall be manufacturer's standard, color coordinated vinyl or extruded aluminum accessories.

13


Materials shall be delivered in original packages, containers or bundles which bear the brand name, applicable standard of manufacture and name of the manufacturer or supplier.

14


Materials shall be kept dry and fully protected from weather and direct sunlight exposure.  Wallboard panels shall be stacked flat with adequate support to prevent sagging or damage to edges, ends and surfaces.

15

EXECUTION.‑-Edges of vinyl covered gypsum wallboard panels shall be butted together at the vertical joints in accordance with the manufacturer's concealed attachment clip procedures.

16

The edges and ends of vinyl covered panels shall coincide with framing members.

17

Horizontal joints, if any, shall be located near the top of walls.  A vinyl trim divider that matches the color of the panel shall be used between the ends of adjoining panels at the horizontal joints.

18

Spacings of the concealed attachment clips along the panel edges shall not exceed 405 mm vertically.  Color matched stainless steel screws shall be used at those locations where clips can not be used.

19

Gypsum wallboard screws shall be used at the tops and bottoms of the wallboard panels.  Screws shall be spaced at 405 mm on centers and shall be located beneath the top moulding and the bottom base.

20

The manufacturer's recommended adhesive shall be used at intermediate furring studs or framing members when wallboard panels 1.2 m in width are used.  Adhesive shall be applied in accordance with the manufacturer's instructions.

21

Installed, damaged vinyl surfaced wallboard panels shall be removed and replaced with new panels.  Panels shall not be patched, sanded, painted, textured or touched-up with paint.

22

After installation of the panels, the vinyl surface shall be cleaned of all stains, surplus adhesives, dirt, grease or other deleterious material.  Cleansers shall conform to the wallboard manufacturer's recommendations and shall not abrade, delaminate, deteriorate or discolor the vinyl covering.  The surface shall be rinsed clean of cleansers.

23

After rinsing, the vinyl surfaces shall be rubbed dry using soft, clean cloths.

