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1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  FLAGPOLE

2

GENERAL.‑-This work shall consist of designing, furnishing, and installing a groundset flagpole and foundation in accordance with the details shown on the plans and these special provisions.

3

SUBMITTALS.‑-Manufacturer's descriptive data and installation instructions shall be submitted for approval.  

4

PRODUCTS.‑-

5

Flagpole.‑-

6


Flagpole shall be tapered, 10.7 meter exposed height,  6063‑T6 aluminum alloy pole with 150 mm diameter aluminum ball, ball bearing non‑fouling truck with aluminum body and 102 mm diameter aluminum sleeves, 230 mm cast aluminum cleat and 8 mm polypropylene rope halyards with flag clasps.  Aluminum shall be clear anodized after fabrication.

7

Metal sleeve, sand, wedges and sealant for flagpole foundation.‑-

8


Metal sleeve, sand, wedges and sealant for flagpole foundation shall be as recommended by the flagpole manufacturer.  Metal sleeve shall be capped and shall have a ground spike with support plate.

9

Concrete.‑-

10.  Use with Gen. Conds.  Delete Para. 11.


Concrete shall be as specified under "Cast-In-Place Concrete" in Division 3, "Concrete and Reinforcement," of these special provisions and shall contain not less than 350 kg of cement per cubic meter.

11.  Use with Std. Specs.  Delete Para. 10.


Concrete shall be as specified "Cast-In-Place Concrete" in Section 12‑3, "Concrete and Reinforcement," of these special provisions and shall contain not less than 350 kg of cement per cubic meter.

12

EXECUTION.‑-The flagpole shall be erected plumb and rigid in accordance with the manufacturer's recommendations.  Sand shall be consolidated before placing sealant.

