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1  Change section numbering when used in conjunction with Std. Specs.)

12.__  HORIZONTAL BLINDS

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing horizontal blinds in accordance with the details shown on the plans and these special provisions.

5

Horizontal blinds shall be standard, factory manufactured assemblies suitable for use on exterior wall windows.

6

SUBMITTALS.‑-

7

Product data.‑-Manufacturer's descriptive data, color chips, and installation instructions shall be submitted for approval.
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PART 2.- PRODUCTS

9

Horizontal blinds.‑-

110


Horizontal blinds shall be nominal 25 mm wide, spring tempered virgin aluminum alloy horizontal slats supported by braided polyester ladders.  Braided ladders shall hold slats at equal spaces, parallel, straight, and shall provide tilt control and adequate overlap of slats.  The distance between ladders shall not exceed 585 mm.  Slat tilt shall be adjustable by a transparent wand.  Blinds shall be adjustable to any height using lift cords.
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Hardware shall be enclosed in a metal head and the opening hardware shall be clinched to the head.  All metal parts shall have a corrosion resistant coating.
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PART 3.- EXECUTION

13

Installation.‑-Horizontal blinds shall be installed in accordance with the manufacturer's instructions.

