
School & State Building Evaluations 
 
Related Definitions 
 
Airport Runway (in part from CCR 3570) - Any runway, or potential runway included in an airport master record 
plan, that would be within 2 nautical miles of any boundary of a proposed school or state building site. 
 
Runway (CCR 3570) - A defined rectangular surface on an airport prepared or suitable for the landing or takeoff of 
airplanes. 
 
Forecast Aviation Activity (in part from CCR 3570) - A projection of future aviation activity included in an airport 
master plan, a regional transportation plan or similar document, or as provided by an airport owner or operator. 
 
Runway Protection Zone (RPZ)(from Federal Aviation Administration Advisory Circular 150/5300-13, Airport 
Design) - The RPZ's function is to enhance the protection of people and property on the ground. This is achieved 
through ... clearing RPZ areas (and maintaining them clear) of incompatible objects and activities. The RPZ is 
trapezoidal in shape and centered about the extended runway centerline. The RPZ dimension for a particular runway 
end is a function of the type of aircraft and approach visibility minimum associated with that runway end. 
 
Community Noise Equivalent Level (CNEL)(from CCR, Title 21, Section 5001(d)) - The annual CNEL, in decibels, is 
the average (on an energy basis) of the daily CNEL over a 12-month period. The annual CNEL is calculated in 
accordance with the following: 
 
 Annual CNEL = 10 log10 [(1/365) ∑Antilog (CNEL(i)/10)]  
 
where CNEL(i) = the daily CNEL for each day in a continuous 12-month period, and S means summation. When the 
annual CNEL is approximated by measurements on a statistical basis, as specified in Section 5034 (of the CCR), the 
number 365 is replaced by the number of days for which measurements are obtained.  
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