NOTE:

1. Cut and remove the portion of Concrete barrier Type 27 as required. Existing reinforcement to remain.
2. Wingwall reinforcement to remain.

LEGEND:
- Indicates existing structure
- Indicates new construction
- Concrete removal
- Indicates Existing Reinforcement

PLAN

SECTION B-B
H½ = 1'-0"

SECTION C-C
H½ = 1'-0"

SECTION A-A
H½ = 1'-0"

SECTION D-D
H½ = 1'-0"

ELEVATION

1½ = 1'-0"

THREE BEAM BARRIER, SEE "SECTION 3-C"

NOTE:
For details not shown see, "SECTION 3-C"

NOTE:
For details not shown see, "SECTION 3-B" and "SECTION C-C"

NOTE:
For details not shown see, "SECTION 3-B" and "SECTION C-C"

NOTE:
The Registered Civil Engineer for the project is responsible for the selection and proper application of the component design and any modifications shown. The State of California or its officers or agents shall not be responsible for the accuracy or completeness of scanned copies of this plan sheet.

The components of the Bridge Standard Details have been prepared under the responsible charge of the Technical Owner, a registered civil engineer in the State of California who is responsible for the selection and proper application of the component design and any modifications shown.

The components of the Bridge Standard Details have been prepared under the responsible charge of the Technical Owner, a registered civil engineer in the State of California, who is responsible for the selection and proper application of the component design and any modifications shown.