NOTES:
1. Anchor bolts may be tack welded (shop or field) to anchorage.
2. Tubing shall be bent or fabricated to fit horizontal curve.
3. When radius is less than 900'.
4. Each rail length shall be continuous over a minimum of two posts.
5. Except for expansion splices, not more than one splice shall be permitted per side of post.
6. Each rail length shall be continuous over a minimum of two posts.
7. Tubing shall be bent or fabricated to fit horizontal curve.
8. See "PROJECT PLANS" for expansion details.
9. Deck reinforcement may be extended 2'-6" into Type 90A-1 & 90B-1 sections.
10. See "PROJECT PLANS" for guardrail details.
11. Anchor bolts may be tack welded (shop or field) toanchorage.
12. Tubing shall be bent or fabricated to fit horizontal curve.
13. When radius is less than 900'.
14. Each rail length shall be continuous over a minimum of two posts.
15. Except for expansion splices, not more than one splice shall be permitted per side of post.
16. Each rail length shall be continuous over a minimum of two posts.
17. Tubing shall be bent or fabricated to fit horizontal curve.
18. See "PROJECT PLANS" for expansion details.
19. Deck reinforcement may be extended 2'-6" into Type 90A-1 & 90B-1 sections.
20. See "PROJECT PLANS" for guardrail details.